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1. Overall Description:

A new 3GPP requirement for release 7 has been approved during 3GPP-SA#26, adding WLAN to the list of the USAT supported bearers.

Extracts of 3GPP TS 22.038 v7.2.0:

6.2 
USAT proactive capability

The USAT proactive capability is a mechanism whereby the UICC can request specific actions to be taken by the ME by issuing "proactive commands" thus establishing and maintaining an interactive dialogue with the user and/or communicating with the network or an external device.

The ME shall inform the UICC of the success or otherwise of each command issued to it by the UICC, and also indicate the command details and if applicable add more specific information.

The proactive command set allows the USAT to instruct the ME to:

[…]

5
set up and manage a data channel (using CSD, GPRS, SMS, USSD or WLAN) between the UICC and an address using information provided by the UICC.

9.1
Data exchange capabilities supported

USAT shall support the transmission (mobile originated) and the reception (mobile terminated) of data by means of one of the following data exchange capabilities, either using dedicated commands or managed by the ME (using the Bearer Independent Protocol) ;

	Data exchange capability

	SMS

	CSD

	GPRS

	SS (MO only)

	USSD (MO only)

	Cell Broadcast (MT only)

	SMS via GPRS

	WLAN

	Local Bearer (Bluetooth, IrDA, RS232, USB)


This requirement allows the Bearer Independent Protocol to use 3GPP I-WLAN for data communications.
When studying this requirement in a view to start to work on CRs to implement this feature in the 3GPP technical specifications, it appeared to 3GPP-T3 that the WLAN bearer is independent of the 3GPP technology.
Therefore, 3GPP-T3 believe that such a feature should be developed at SCP level.

3GPP-T3 would like SCP-REQ group to consider the original 3GPP requirement to add WLAN as a bearer for BIP.

If SCP-REQ find it suitable, then 3GPP-T3 would like SCP-REQ to include a equivalent requirement in their specification.

3GPP-T3 look forward to further fruitful cooperation with EP SCP-REQ.

2. Actions:

To SCP-REQ group.

ACTION: 
3GPP-T3 asks SCP-REQ group to consider the original 3GPP requirement to add WLAN as a bearer for BIP, and to consider to include a equivalent requirement in their specification.

3. Date of Next TSG-CT6 Meetings:

TSG-CT6 Meeting #1 
26-29 April 2005
Cancun, Mexico.

TSG-CT6 Meeting#2
9-12 August 2005
Dublin, Ireland

