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4
Overview of USAT

The USAT provides mechanisms which allow applications, existing in the UICC, to interact and operate with any ME which supports the specific mechanism(s) required by the application.

The following mechanisms have been defined. These mechanisms are dependent upon the commands and protocols relevant to USAT in 3GPP TS 31.101 [13].

[…]

4.12
Description of the access technology indicator mechanism

See TS 102 223 [32].

4.13
Description of the network search mode mechanism

See TS 102 223 [32].

[…]

6.4.27
OPEN CHANNEL

[…]

6.4.27.4
OPEN CHANNEL related to Default (network) Bearer

See TS 102 223 [32].

[…]

6.4.xx
SET FRAMES

See TS 102 223 [32].

6.4.yy
GET FRAME STATUS

See TS 102 223 [32].

[…]

6.6.xx
SET FRAMES

See TS 102 223 [32].

6.6.yy
GET FRAMES STATUS

See TS 102 223 [32].

[…]

6.11
Proactive commands versus possible Terminal response

Table 6.1 shows for each proactive command the possible terminal response returned (marked by a "(" character). The table may contain some TERMINAL RESPONSES not defined the present document but in TS 102 223 [32]. They are indicated here to allow a better general understanding of this table.

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	



	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 6.1: Proactive commands versus possible terminal response (continued overleaf)

	
	
	
	
	
	
	
	
	
	PROACTIVE COMMAND
	
	
	
	
	
	
	

	
	
	RE-FRESH
	MORE TIME
	POLL INTER-VAL
	POL-LING OFF
	SETUP EVENT LIST
	SET UP CALL
	SEND SS
	SEND USSD
	SEND SMS
	SEND DTMF
	LAUN-CH BROW-SER
	PLAY TONE
	DIS-PLAY TEXT
	GET INKEY
	GET INPUT
	SE-LECT ITEM
	SET UP MENU
	PRO-VIDE LOCAL INFO
	TIMER

MANA-GE-MENT
	SET-UP IDLE MODE TEXT

	
	TERMINAL RESPONSE
	'01'
	'02'
	'03'
	'04'
	'05'
	'10'
	'11'
	'12'
	'13'
	'14'
	'15'
	'20'
	'21'
	'22'
	'23'
	'24'
	'25'
	'26'
	'27'
	'28'

	00
	Command performed successfully
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	01
	Command performed with partial comprehension
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	02
	Command performed, with missing information
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	03
	REFRESH performed with additional EFs read
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	04
	Command performed successfully, but requested icon could not be displayed 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	05
	Command performed, but modified by call control by USIM
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	06
	Command performed successfully, limited service
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	07
	Command performed with modification
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	08
	REFRESH performed but indicated USIM was not active
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	09
	Command performed successfully, tone not played
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	10
	Proactive UICC session terminated by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	11
	Backward move in the proactive UICC session requested by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	12
	No response from user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	13
	Help information required by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	14
	USSD or SS Transaction terminated by user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	20
	ME currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	21
	Network currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	22
	User did not accept the proactive command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	23
	User cleared down call before connection or network release
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	24
	Action in contradiction with the current timer state
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	25
	Interaction with call control by USIM, temporary problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	26
	Launch browser generic error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	27
	MMS Temporary Problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	30
	Command beyond MEs capabilities
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	31
	Command type not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	32
	Command data not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	33
	Command number not known by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	34
	SS Return Error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	35
	SMS RPERROR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	36
	Error, required values are missing
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	37
	USSD return error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	38
	Multiple Card command error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	39
	Interaction with call/SM control by USIM, permanent problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3A
	Bearer Independent Protocol error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3B
	Access Technology unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3C
	Frames error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3D
	MMS Error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 6.1: Proactive commands versus possible terminal response

	
	
	
	
	
	
	
	
	PROACTIVE COMMAND
	
	
	
	
	
	

	
	
	CARD APDU
	POWER ON CARD
	POWER OFF CARD
	GET REA-DER STATUS
	RUN AT COM-MAND
	LANG NOTIFI-CATION
	OPEN CHAN-NEL
	CLOSE CHAN-NEL
	RECEI-VE DATA
	SEND DATA
	GET CHAN-NEL STATUS
	SERVI-CE SEAR-CH
	GET SERVI-CE INFOR-MATION
	DECLARE SERVI-CE
	SET FRAMES
	GET FRAMES STATUS
	RETRIEVE MM
	SUBMIT MM

	
	TERMINAL RESPONSE
	'30'
	'31'
	'32'
	'33'
	'34'
	'35'
	'40'
	'41'
	'42'
	'43'
	'44'
	'45'
	'46'
	'47'
	'50'
	'51'
	'60'
	'61'

	00
	Command performed successfully
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	01
	Command performed with partial comprehension
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	02
	Command performed, with missing information
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	03
	REFRESH performed with additional EFs read
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	04
	Command performed successfully, but requested icon could not be displayed 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	05
	Command performed, but modified by call control by USIM
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	06
	Command performed successfully, limited service
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


	07
	Command performed with modification
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	08
	REFRESH performed but indicated USIM was not active
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	09
	Command performed successfully, tone not played
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	10
	Proactive UICC session terminated by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	11
	Backward move in the proactive UICC session requested by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	12
	No response from user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	13
	Help information required by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	14
	USSD or SS Transaction terminated by user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	20
	ME currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	21
	Network currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	22
	User did not accept the proactive command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	23
	User cleared down call before connection or network release
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	24
	Action in contradiction with the current timer state
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	25
	Interaction with call control by USIM, temporary problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	26
	Launch browser generic error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	27
	MMS Temporary Problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	30
	Command beyond MEs capabilities
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	31
	Command type not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	32
	Command data not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	33
	Command number not known by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	34
	SS Return Error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	35
	SMS RPERROR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	36
	Error, required values are missing
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	37
	USSD return error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	38
	Multiple Card command error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	39
	Interaction with call/SM control by USIM, permanent problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3A
	Bearer Independent Protocol error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3B
	Access Technology unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3C
	Frames error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3D
	MMS Error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	


Table 6.1: Proactive commands versus possible terminal response

	
	
	
	
	
	
	
	
	PROACTIVE COMMAND
	
	
	
	
	
	

	
	
	DISPLAY MM
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	
	TERMINAL RESPONSE
	'62'
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	00
	Command performed successfully
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	01
	Command performed with partial comprehension
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	02
	Command performed, with missing information
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	03
	REFRESH performed with additional EFs read
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	04
	Command performed successfully, but requested icon could not be displayed 
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	05
	Command performed, but modified by call control by USIM
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	06
	Command performed successfully, limited service
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	07
	Command performed with modification
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	08
	REFRESH performed but indicated USIM was not active
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	09
	Command performed successfully, tone not played
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	10
	Proactive UICC session terminated by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	11
	Backward move in the proactive UICC session requested by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	12
	No response from user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	13
	Help information required by the user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	14
	USSD or SS Transaction terminated by user
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	20
	ME currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	21
	Network currently unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	22
	User did not accept the proactive command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	23
	User cleared down call before connection or network release
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	24
	Action in contradiction with the current timer state
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	25
	Interaction with call control by USIM, temporary problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	26
	Launch browser generic error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	27
	MMS Temporary Problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	30
	Command beyond MEs capabilities
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	31
	Command type not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	32
	Command data not understood by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	33
	Command number not known by ME
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	34
	SS Return Error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	35
	SMS RPERROR
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	36
	Error, required values are missing
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	37
	USSD return error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	38
	Multiple Card command error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	39
	Interaction with call/SM control by USIM, permanent problem
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3A
	Bearer Independent Protocol error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3B
	Access Technology unable to process command
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3C
	Frames error
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	
	

	3D
	MMS Error
	
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