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Topic
Action to be done 
Comment
Further Discussion / Investigation required
Status






What
Who
All Inputs Available
Incorp. in 31.102
Finalised

Chapter 4: Contents of EF

EF CHV
Remove
Add description to the handling of the MasterPIN, PIN1, PIN2 with the outcome of the ongoing discussion 101 in mind


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF DIR
Change
Only refer to 101 for coding of EF Dir. On structure refer to further document that is for further study.
Ask 31.101 if they define the coding for the Application Label and the T3 plenary for the purpose if this field

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 



Change to linear fixed as the rec. no. would be used to address the application the code for the hidden entries

Check EMV and ISO part 4 & 5

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF ICCID
Change
Only reference to 31.101 on coding & content
Note: Discussion if header shall be removed to avoid inconsistencies.

Check if length is specified in ISO part4

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF PL
Change
Only short description and reference to 31.101


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Chapter 4.2
Edit chapter numbering. Correct typo 'USIM'



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


DF USIM
Add explanation that FID is to be retrieved from the path
Is this to be specified in terms of FID? This will be only required by Direct Selection as in GSM. If its only considered as application the FID will be given in the path in the according EF DIR entry
Further study on application selection 

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF LI
Add note

Should it be optional?

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF IMSI / IMUI
- 
Keep it as it is


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF kc
Add also EF CK according to the S3 discussion that both keys may be used

Final specification only possible after having S3 requirements available

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF PLMNsel

Affecting the CN
LS to CN required about usage

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF HPLMN


T3: Do we have to extend this for further timer values

Editors's Note: What was this about?

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF ACMmax, EF ACM, EF PUCT


Clarify if used in 3G phase 1

-> plenary

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF UST


Clarification if  3G services are only be appended after 2G services ? I.E. only one ST for USIM and GSM part in USIM

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF GID1/2

Affects SIM lock: Clarification was asked for in LS to S1 and S3
Check review of version of 33.102 for implications on the functionality

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF SPN
Proposal: Keep this file

Harmonisation an the alphabetical coding with respect to the GSM application (SMS 7-bit)? Length?

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF CBMI
Change to 'Record length is 'x' and fix it later + add according note

Check if CBMI may be longer than 2 bytes

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF BCCH


Investigate if needed in USIM at all
Nokia (RL)
 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF ACC


Investigate requirements CN
Nokia
 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF FPLMN
Variable Length (3 + (n-1)*3 Bytes) to be incorporated. Only 1st PLMN mandatory.
Add note: Only 3G networks are stored. (But we need s.th. in GSM – USIM part as well)
What about interoperation between GSM and 3G of the same operator

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF LOCI


Spec from S3 required

Mobility mgmt. on LAI

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF AD
Stay in USIM or move to UICC

Investigate modes used -> T1

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF APPI


Proposal to T3:

2 Bytes for release

1 Byte for version of 102 (this should be administrated outside the 102 in a 'change control document')

1 Byte for operator (e.g. indicate operator specific versions)

-> 4 Bytes mandatory, x bytes RFU

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF CBMID, CBMIR
Add note: STK related and as such not applicable to 3G Phase1



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF ECC
Proposal: Move to DF Telecom. Update condition changed to PIN1



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF CNL


LS to S1 issued at T3#8

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF LOCIGPRS

See EF LOCI. Adapt GPRS terminology.


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF ADN
Move to Phone Book under DF telecom



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF FDN
Stay in USIM as it is



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF SMS
Stays in USIM
Interaction with GSM for further study


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF CCP


Check with 3G equivalent of 04.08. if required in 3G or not and  if yes: requirements

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF MSISDN


As in CCP, Fax / Data can be identified by alpha-tag

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF SMSP

As for EF SMS
Investigate for the need / requirements of an additional EF or entry for Multimedia SMS parameters -> Check with T2

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF SMSS
As in GSM



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF SDN
In USIM. As in GSM



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF Ext1
Move to Phone Book under DF telecom



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF Ext2, Ext3
Stays in USIM



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF SMSR
Stays in USIM



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Re-Installation of removed EFs
Re-install if required

LS to S1 issued at T3#8

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Security

Access Conditions


Discussion if we shall assume a solution like in GSM for Phase 1, i.e. one PIN for the one USIM and GSM application to satisfy the time frame.

Or already prepare for future multiple applications by introducing a master key for all applications and the possibility to assign a dedicated PIN to single applications

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


PIN2 (refer also to #214)
Add to 31.102:

PIN1 handling according to 31.101.

PIN2 cannot be disabled



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Application / Application Selection

Application Specific Status Information
We have to put in the contents for 31.102
See Annex C in 101


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Authentication Command (#228 & #229), T-Mobil
Modify and insert in 31.102
Modifications may be necessary due to discussions in S3
Check for S3 requirements in their latest document 33.102

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


USIM / GSM Interaction

GSM access parameters in USIM
Discussion about scenarios
Proposal:

The first USIM could have the FID '7F20'. 

Direct Selection by '7F20' is only possible (allowed) by a 2G phone as today.

For a 3G phone it is mandatory to select a USIM by the AID.
Drawback would e.g. be that you would restrict in a way that you always have to use the identical IMSI / IMUI for the USIM and GSM functionality.

A co-operation between a 2G only operator and a 3G operator will not be possible as they would have to align their IMSIs somehow

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Phone Book

Synchronisation
Elaborate and add to 31.102

PID

(Where does the content come from?

Random no. produced by the card?!)

Purpose is a unique identification. -------> Splinter Group

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Short File Identifier (SFI)
Define indication in the historical Bytes for indication of SFI support



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 



Identify EFs that shall be addressable by SFI, description in objects with tag '88'
Max. of 30 SFIs can be supported. SFI address will be specified in the reference file


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


EF ADN
Add: 3G terminal shall always fill ADN first before storing in ADN1.



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 



Add Editor's Note that an optimisation in case of the 1:1 mapping would be possible: Save the 2 pointer Bytes



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 



Change Read access conditions in all the files from EF ADN to CHV1



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


FDN
Description for FDN activation required
FDN description should be in USIM as the FDN in DF Telecom is only GSM application. Add that invalidation of ADN in GSM will not work in USIM


 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Hidden Entries
Functional Description required



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Alpha Tags
Assign tags to TLVs 

Check which tags are already used by ISO
CH
 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Others

DF Telecom
AID to be applied for
Description of the structure required
Decision if 101 or 102

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


File Structure
Add figure



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


References
Update

Investigate the documents transferred from SMG to 3G

 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


Definitions / Symbols / Abbreviations
Update



 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 







 FORMCHECKBOX 

 FORMCHECKBOX 

 FORMCHECKBOX 


