ORGA Proposition

sim.access.SIMView

Test of the select (short fid) 

Description

Prerequisites

The card is personalized with the standard profile.

CHV1 value is defined as ‘31313131FFFFFFFF’

The applet “SelectFIDApplet.java” is instantiated and has 0x01 as item menu entry value

Test Procedure

Test initialisation

Reset the card.

Verify CHV1

A0 20 00 01 08 31 31 31 31 FF FF FF FF

[90 00]

Terminal Profile

A0 10 00 00 05 FF FF FF FF FF

[91 21]

Fetch Set Up Menu proactive command

A0 12 00 00 21

[D0 1C 81 03 01 25 00 82 02 81 82 85 00 8F 0C 01 73 65 6C 65 63 74 28 66 69 64 29 18 01 21] [90 00]

Terminal Response

A0 14 00 00 0C 81 03 01 25 00 82 02 82 81 03 01 00

[90 00]

Test 

Envelope Menu Selection


A0 C2 00 00 09 D3 07 82 02 01 81 90 01 01

[91 13]

Fetch the display text proactive command and verify the values 

(more test cases possible => more fetch data)


A0 12 00 00 13

 [D0 11 81 03 01 21 00 82 02 81 02 8D 06 04 59 59 59 59 59] [90 00]

Terminal Response


A0 14 00 00 0C 81 03 01 21 00 82 02 82 81 03 01 00

[90 00]

