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Object: Test Script and Test Applet Template

Source : Oberthur

Area of test

Test the method getLength() on the ProactiveHandler

Test cases

Normal execution

Test Case 0 : ProactiveHandler length = 0

Test Case 1 : ProactiveHandler length just after init, length = 9

Test Case 2 : ProactiveHandler length of 11

Test Case 3 : ProactiveHandler length of 0x7F

Test Case 4 : ProactiveHandler length of 0x80

Test Case 5 : ProactiveHandler length of 0x81

Test Case 6 : ProactiveHandler length of 0xFC

Test Case 7 : ProactiveHandler maximum length of 0xFD

Context error execution

Test Case 8 : I do not know which ?

Prerequisites

The card is personalised according to …

The application ProactiveHandler01Tests is ready on the card.

Test initialisation

Reset the card.

Verify CHV1 or maybe CHV1 can be disabled

A0 20 00 01 08 31 31 31 31 FF FF FF FF

Terminal Profile

A0 10 00 00 09 FF FF FF FF FF FF FF FF FF

Fetch and Terminal Response if any 91xx is received

Test 

Envelope FORMATTED SMS PP without security and without PoR ( each applet in the test suit has its unique TAR )

A0 C2 00 00 …TAR …

[Maybe here we can have commands and verifications which are part of the tests.]

Applet selection for results verification

00 A4 04 00 L APPLETAID APPLETAID (61 7F)

00 C0 00 00 7F [CC CC CC … CC CC CC CC CC  ] (9000)

00 A4 04 00 LAID AID (61 xx)

00 C0 00 00 xx [LAID AID NBOFTESTCASES CC CC CC CC CC] (9000)

