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This document contains a draft of the addition of the SET UP IDLE MODE TEXT test cases required to upgrade GSM 11.10-4 to release 99.

27.22.4
Proactive SIM Commands

27.22.4.22 SET UP IDLE MODE TEXT

27.22.4.22.1
SET UP IDLE MODE TEXT (normal)

27.22.4.22.1.1
Definition and applicability

This test is only applicable to ME’s that support the SET UP IDLE TEXT proactive SIM facility.

Additionally this test is only applicable to ME’s that also support the SMS display immediate facility and the REFRESH proactive SIM facility.

27.22.4.22.1.2
Conformance requirement

The ME shall support the Proactive SIM: SET UP IDLE MODE TEXT facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 4.7, 5.2 (Terminal Profile), 6.4.22, 6.8 (Terminal Response), 11, 11.1, 12.25

Additionally the ME shall support the REFRESH proactive SIM facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 5.2, 6.1, 6.4.7, 6.6.13, 6.11, 12.6, 12.12, 13.4 and 14.

27.22.4.22.1.3
Test Purpose

To verify that the text passed to the ME is displayed as idle mode text.

27.22.4.22.1.4
Method of test

27.22.4.22.1.4.1
Initial Conditions

The ME is connected to the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

The following events shall have been set up in the ME.

Event List

Logically:


Event 1:

Idle screen available

.

27.22.4.22.1.4.2
Procedure

Expected Sequence 1 (SET UP IDLE MODE, display idle mode text)

Step
Direction
Message / Action
Comments

1
USER  ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1A
[Idle Mode Text]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A


6
ME ( USER
Display “Idle Mode Text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A


8
SIM ( ME
PROACTIVE SIM SESSION ENDED







ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A

Logically:


Event list



Event 1:
Idle screen available


Device identities



Source device:
Display



Destination device:
SIM

Coding:
XX
...

PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text string



Data coding scheme:
unpacked, 8 bit data



Text:

“Idle Mode Text”

Coding:
D0
1A
81
03
01
28
00
82
02
81
82
8D
0F
04
49
64
6C
65
20
4D
6F
64
65
20
54
65
78
74

TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:
XX
...

Expected Sequence 2 (SET UP IDLE MODE TEXT, replace idle mode text)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.2A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1A


4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A
[Idle Mode Text]


ME ( USER
Display “Idle Mode Text”


6
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A


7
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.2B
[Idle Mode Text]

8
ME ( USER
Display “Toolkit Test”


9
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.2B


10
SIM ( ME
PROACTIVE SIM SESSION  ENDED







PROACTIVE COMMAND: SETUP IDLE MODE TEXT 1.2A

Logically:


Command details



Command number:
1



Command type:
SETUP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
Display


Text String



Data coding scheme:
unpacked, 8 bit data



Text:

"Toolkit Test"

Coding:
XX
...

TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.2A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:
XX
...

Expected Sequence 3 (SET UP IDLE MODE TEXT, remove idle mode text)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1A


4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A
[“Idle Mode Text”]

6
ME ( USER
Display “Idle Mode Text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A


8
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.3A


9
ME ( SIM
FETCH


10
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.3A
[Remove idle mode text]

11
ME ( USER
Display idle screen / “Idle Mode Text” not to be displayed


12
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.3A


13
SIM ( ME
PROACTIVE SIM SESSION ENDED







PROACTIVE COMMAND: SETUP IDLE MODE TEXT 1.3A

Logically:


Command details



Command number:
1



Command type:
SETUP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text String:
zero length TLV

Coding:
XX
...

TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.3A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:
XX
...

Expected Sequence 4 (SET UP IDLE MODE TEXT, competing information on ME display)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1A


4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A
[“Idle Mode Text”]

6
ME ( USER
Display “Idle Mode Text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A


...




8
SS ( ME
SMS PP 1.4A 
[Display immediate SMS]

9
ME ( USER
Display “Short Message”


10
USER ( ME
Clear display and select idle screen


11
ME ( USER
Display “Idle Mode Text”







SMS-PP 1.4A

Logically:


SMS TPDU



TP-MTI
SMS-DELIVER



TP-MMS
No more messages waiting for the MS in this SC



TP-RP
TP-Reply-Path is not set in this SMS-DELIVER



TP-UDHI
TP-UD field contains only the short message



TP-SRI
A status report will not be returned to the SME



TP-OA




TON
International number




NPI
ISDN / telephone numbering plan




Address value
????



TP-PID
????



TP-DCS




Coding Group
Data Coding / Message Class




Message Coding
8 bit




Message Class
????



TP-SCTS:
01/01/98 00:00:00 +0



TP-UDL
13



TP-UD
"Short Message"

Coding:
XX
...

Expected Sequence 5 (SET UP IDLE MODE TEXT, ME power cycled)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1A


4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A
[“Idle Mode Text”]

6
ME ( USER
Display “Idle Mode Text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A


...




8
USER ( ME
Power off ME


9
ME ( SIM
GSM TERMINATION PROCEDURE


...




10
USER ( ME
Power on ME


11
ME ( SIM
GSM ACTIVATION PROCEDURE


12
ME ( SIM
SIM INITIALISATION


...




13
ME ( USER
Display idle screen / “Idle Mode Text” not to be displayed







Expected Sequence 6 (SET UP IDLE MODE TEXT, REFRESH with SIM Initialisation)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1A
[Idle Mode Text]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.1A


6
ME ( USER
Display “Idle Mode Text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.1A


8
SIM ( ME
PROACTIVE COMMAND PENDING: REFRESH 1.6A


9
ME ( SIM
FETCH


10
SIM ( ME
PROACTIVE COMMAND: REFRESH 1.6A
[SIM Initialisation]

...




11
ME ( SIM
SIM INITIALISATION


...




12
ME ( USER
Display idle screen / “Idle Mode Text” not to be displayed


13
ME ( SIM
TERMINAL RESPONSE: REFRESH 1.6A

or

TERMINAL RESPONSE: REFRESH 1.6B
[Command performed successfully]

[Command performed successfully with additional files read]

14
SIM ( ME
PROACTIVE SIM SESSION ENDED







PROACTIVE COMMAND: REFRESH 1.6A

Logically:


Command details



Command number:
1



Command type:
REFRESH



Command qualifier:
SIM Initialisation


Device identities



Source device:
SIM



Destination device:
ME

Coding:
XX
...

TERMINAL RESPONSE: REFRESH 1.6A

Logically:


Command details



Command number:
1



Command type:
REFRESH



Command qualifier:
SIM Initialisation


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:
XX
...

TERMINAL RESPONSE: REFRESH 1.6B

Logically:


Command details



Command number:
1



Command type:
REFRESH



Command qualifier:
SIM Initialisation


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
REFRESH performed with additional EFs read

Coding:
XX
...

Expected Sequence 7 (SET UP IDLE MODE TEXT, large text string)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.7A
[large text string]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.7A


6
ME ( USER
Display “The SIM shall supply a text string, which shall be displayed by the ME as an idle mode text if the ME is able to do it. The presentation style is left as an implementation decision to the ME manufacturer. The idle mode text shall be displayed in a manner that ensures that”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 1.7A


8
SIM ( ME
PROACTIVE SIM SESSION ENDED







PROACTIVE COMMAND: SET UP IDLE MODE TEXT 1.7A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text string



Data coding scheme:
packed, SMS default alphabet



Text:

“The SIM shall supply a text string, which shall be displayed by the ME as an idle mode text if the ME is able to do it. The presentation style is left as an implementation decision to the ME manufacturer. The idle mode text shall be displayed in a manner that ensures that”

Coding:
D0
81
FB
81
03
01
28
00
82
02
81
82
8D
81
EF
00


54
74
19
34
4D
36
41
73
74
98
CD
06
CD
EB
70
38


3B
0F
0A
83
E8
65
3C
1D
34
A7
CB
D3
EE
33
0B
74


47
A7
C7
68
D0
1C
1D
66
B3
41
E2
32
88
9C
9E
C3


D9
E1
7C
99
0C
12
E7
01
74
74
19
D4
2C
82
C2
73


50
D8
0D
4A
93
D9
65
50
FB
4D
2E
83
E8
65
3C
1D


94
36
83
E8
E8
32
A8
59
04
A5
E7
A0
B0
98
5D
06


D1
DF
20
F2
1B
94
A6
BB
40
54
74
19
04
97
03
E5


79
D9
4D
0F
D3
D3
6F
37
68
4E
CF
B3
CB
A0
F4
1C


C4
2E
9B
E9
A0
F0
1C
14
76
83
D2
6D
38
BB
DC
2E


BB
E9
61
7A
FA
ED
06
91
CB
E3
F4
3C
FD
76
83
E8


6F
10
1D
5D
06
35
8B
ED
B0
BB
6E
0E
8F
E9
75
79


59
EE
02
51
D1
65
50
9A
CC
2E
83
DA
6F
72
19
44


2F
E3
01
74
D0
1C
1D
66
B3
41
E2
32
88
9C
9E
C3


D9
E1
7C
99
0C
4A
BB
41
61
50
3B
EC
76
97
E5
74


74
98
0E
2A
BB
E7
75
79
79
0E
A2
A3
C3
74

TERMINAL RESPONSE: SET UP IDLE MODE LIST 1.7A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:
XX
...

27.22.4.22.3.5
Test Requirement

The ME shall operate in the manner defined in expected sequence 1, 2, 3, 4, 5, 6 and 7.

27.22.4.22.2
SET UP IDLE MODE TEXT (Icon support)

27.22.4.22.2.1
Definition and applicability

This test is only applicable to ME’s that support the SET UP IDLE TEXT proactive SIM facility and the icon identifier facility.

27.22.4.22.2.2
Conformance requirement

The ME shall support the Proactive SIM: SET UP IDLE MODE TEXT facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 5.2, 6.1, 6.4.22, 6.6.2 and 14. 

Additionally the ME shall support the icon identifier facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 6.5.4, 12.31, 12.32 and 13.3.

27.22.4.22.2.3
Test Purpose

To verify that the ME text and / or icon passed to the ME is displayed by the ME as an idle mode text.

To verify that the icon identifier provided with the text string can replace the text string or accompany it.

To verify that if both an alpha identifier or text string, and an icon are provided with a proactive command, and both are requested to be displayed, but the ME is not able to display both together on the screen, then the alpha identifier or text string takes precedence over the icon.

To verify that if the SIM provides an icon identifier with a proactive command, then the ME shall inform the SIM if the icon could not be displayed by sending the general result "Command performed successfully, but requested icon could not be displayed".

To verify that if the ME receives an icon qualifier with bit 1 set to 0, meaning "an alpha identifier or text string related to the icon may be displayed together with the icon by the ME", and no alpha identifier / text string is given by the SIM, than the ME shall reject the command with general result "Command data not understood by ME".

27.22.4.22.2.4
Method of test

27.22.4.22.2.4.1
Initial Conditions

The ME is connected to both the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default with the following exceptions.

EF IMG

Logically:


Record 1


<small icon>


Record 2


<tall icon (line)>

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

The following events shall have been set up in the ME.

Event List

Logically:


Event 1:

Idle screen available

27.22.4.22.2.4.2
Procedure

Expected Sequence 1 (SET UP IDLE MODE TEXT, Icon is self-explanatory)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 2.1A
[Icon is self-explanatory]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.1A


6
ME ( USER
Display icon #1


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 2.1A


8
SIM ( ME
PROACTIVE SIM SESSION ENDED







ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.1A

Logically:


Event list



Event 1:
Idle screen available


Device identities



Source device:
Display



Destination device:
SIM

PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.1A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text string:
“Idle text”


Icon identifier



Icon qualifier:
icon is self-explanatory



Icon identifier:
<record 1 in EF IMG>

TERMINAL RESPONSE: SET UP IDLE MODE LIST 2.1A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Expected Sequence 2 (SET UP IDLE MODE TEXT, Icon is not self-explanatory)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.2A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 2.2A
[Icon is not self-explanatory]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.2A


6
ME ( USER
Display icon #1 and “Idle text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 2.2A


8
SIM ( ME
PROACTIVE SIM SESSION ENDED







ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.2A

Logically:


Event list



Event 1:
Idle screen available


Device identities



Source device:
Display



Destination device:
SIM

PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.2A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text string:
“Idle text”


Icon identifier



Icon qualifier:
icon is not self-explanatory



Icon identifier:
<record 1 in EF IMG>

TERMINAL RESPONSE: SET UP IDLE MODE LIST 2.2A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Expected Sequence 3 (SET UP IDLE MODE TEXT, Icon is self-explanatory, large (tall) icon)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.3A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 2.3A
[Icon is self-explanatory]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.3A



ME USER
Display “Idle text”


7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 2.3A


8
SIM ( ME
PROACTIVE SIM SESSION ENDED







ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.3A

Logically:


Event list



Event 1:
Idle screen available


Device identities



Source device:
Display



Destination device:
SIM

PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.3A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text string:
“Idle text”


Icon identifier



Icon qualifier:
icon is self-explanatory



Icon identifier:
<record 2 in EF IMG>

TERMINAL RESPONSE: SET UP IDLE MODE LIST 2.3A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully, but requested icon could not be displayed

Expected Sequence 4 (SET UP IDLE MODE TEXT, Icon is not self-explanatory, no text string)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.4A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 2.4A
[Icon is not self-explanatory, no text string]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.4A


6
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 2.4A


7
SIM ( ME
PROACTIVE SIM SESSION ENDED







ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 2.4A

Logically:


Event list



Event 1:
Idle screen available


Device identities



Source device:
Display



Destination device:
SIM

PROACTIVE COMMAND: SET UP IDLE MODE TEXT 2.4A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Icon identifier



Icon qualifier:
icon is not self-explanatory



Icon identifier:
<record 1 in EF IMG>

TERMINAL RESPONSE: SET UP IDLE MODE LIST 2.4A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command data not understood by ME

27.22.4.22.2.5
Test Requirement

The ME shall operate in the manner defined in expected sequences 1, 2, 3 and 4.

27.22.4.22.3
SET UP IDLE MODE TEXT (UCS2 support)

27.22.4.22.3.1
Definition and applicability

This test is only applicable to ME’s that support the SET UP IDLE TEXT proactive SIM facility and the UCS2 display facility.

27.22.4.22.3.2
Conformance requirement

The ME shall support the Proactive SIM: SET UP IDLE MODE TEXT facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 5.2, 6.1, 6.4.22, 6.6.2 and 14. 

Additionally the ME shall support the UCS2 display facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 5.2 and 12.15.3.

TS GSM 03.38 [] 

27.22.4.22.3.3
Test Purpose

To verify that the UCS2 coded text string is displayed by the ME as an idle mode text.

27.22.4.22.3.4
Method of test

27.22.4.22.3.4.1
Initial Conditions

The ME is connected to both the SIM Simulator and the System Simulator.

The elementary files are coded as SIM Application Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

The following events shall have been set up in the ME.

Event List

Logically:


Event 1:

Idle screen available

27.22.4.22.3.4.2
Procedure

Expected Sequence 1 (SET UP IDLE MODE TEXT, UCS2 alphabet text)

Step
Direction
MESSAGE / Action
Comments

1
USER ( ME
Select idle screen


2
ME ( SIM
ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 3.1A


3
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 3.1A
[“Hello”  in Russian]

4
ME ( SIM
FETCH


5
SIM ( ME
PROACTIVE COMMAND: SET UP IDLE MODE TEXT 3.1A


6
ME ( USER
Display “ ЗДРАВСТВУЙТЕ”
[“Hello”  in Russian]

7
ME ( SIM
TERMINAL RESPONSE: SET UP IDLE MODE TEXT 3.1A


8
SIM ( ME
PROACTIVE SIM SESSION ENDED







ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 3.1A

Logically:


Event list



Event 1:
Idle screen available


Device identities



Source device:
Display



Destination device:
SIM

PROACTIVE COMMAND: SET UP IDLE MODE TEXT 3.1A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
SIM



Destination device:
ME


Text string



Data coding scheme:
UCS2 (16bit)



Text:

“ЗДРАВСТВУЙТЕ”

TERMINAL RESPONSE: SET UP IDLE MODE LIST 3.1A

Logically:


Command details



Command number:
1



Command type:
SET UP IDLE MODE TEXT



Command qualifier:
RFU


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

27.22.4.22.3.5
Test Requirement

The ME shall operate in the manner defined in expected sequence 1.

