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This document contains a draft of the addition of the Profile Download test cases required to upgrade GSM 11.10-4 to release 99.

27.22.1 Initialisation of SIM Application Toolkit Enabled SIM by SIM Application Toolkit Enabled ME (Profile Download)

27.22.1.1
Definition and applicability

The SIM - ME interface initialisation sequence allows the SIM to indicate to the ME that it is Toolkit enabled. A ME supporting Toolkit would then perform the Toolkit initialisation sequence.

27.22.1.2 This test applies to all MEs supporting SIM Application Toolkit.

27.22.1.3 Conformance requirement

The profile download instruction is sent by the ME to the SIM as part of the initialisation procedure. In this procedure the ME reads EFPhase. If the EF indicates that the SIM requires the ME to perform the profile download procedure, then the ME shall, after having performed the CHV1 verification procedure and before selecting EFIMSI or EFLOCI, send the TERMINAL PROFILE command to the SIM.

See GSM 11.11 [13] clause 11.2.1 and GSM 11.14 [15] clause 5.1.

27.22.1.3
Test purpose

To verify that the ME sends a TERMINAL PROFILE command in accordance with the above requirements.

27.22.1.4
Method of test

27.22.1.4.1
Initial conditions

27.22.1.4.2 The ME is connected to the  SIM Simulator. All elementary files are coded as the default Toolkit personalisation, with the CHV1 enabled.

27.22.1.4.3 Procedure

Expected Sequence 1 (PROFILE DOWNLOAD)

Step
Direction
Message / Action
Comments

1
USER  ( ME
Power on ME


...




2
ME  ( USER
PIN entry request


3
USER  ( ME
Enter “1111”


...




4
ME ( SIM 
VERIFY CHV1 1.1A
[CHV1 code: “1111”]

5
SIM ( ME
VERIFY CHV ATTEMPT UNSUCCESSFUL 1.1A
[SW1/2: “9804”]

...




6
ME  ( USER
PIN entry request


7
USER  ( ME
Enter “1234”


....




8
ME ( SIM 
VERIFY CHV1 1.1B
[CHV1 code: “1234”]

9
SIM ( ME
NORMAL ENDING OF COMMAND 1.1A
[SW1/2: “9000”]

...




10
ME ( SIM
TERMINAL PROFILE 1.1A


11
SIM ( ME
NORMAL ENDING OF COMMAND 1.1A
[SW1/2: “9000”]

...




12
ME ( SIM
SELECT EF IMSI

or
SELECT EF LOCI







VERIFY CHV1 1.1A

Logically:

Coding:
XX
...

VERIFY CHV1 ATTEMPT UNSUCCESSFUL 1.1A

Logically:

Coding:
XX
...

VERIFY CHV1 1.1B

Logically:

Coding:
XX
...

NORMAL ENDING OF COMMAND 1.1A

Logically:

Coding:
XX
...

TERMINAL PROFILE 1.1A

Logically:

Coding:
XX
...

SELECT EF IMSI 1.1A

Logically:

Coding:
XX
...

SELECT EF LOCI 1.1A

Logically:

Coding:
XX
...

27.22.1.5
Test requirement

The ME shall operate in the manner defined in expected sequence 1.

