
1.1 Package sim.access:

1.1.1 Interface SIMView

1.1.2 Class SIMSystem

1.1.3 Class SIMViewException

1.1.3.1 Method throwIt

Test Area Reference: API_1_SVE_THIT_S

1.1.3.1.1 Conformance Requirement:

The method with following prototype shall compliant to its definition in the API.

public static void throwIt(short reason)


throws 
SIMViewException
Normal Execution

CR1: the reason for the exception

CR2: extends javacard.framework.CardRuntimeException

1.1.3.1.2 Test suite files:

Additional requirements for the GSM personalisation:

Test Script : 


API_1_SVE_THIT_S.scr


Test case trigger:
- Envelope Formatted SMS PP

Test Applet: 


API_1_SVE_THIT_S .java
Installation parameter:
API_1_SVE_THIT_S.install
Same as default applet 

Load Script : 


API_1_SVE_THIT_S.ldr
At the end of the script the applet is loaded but not instantiated.

Conversion parameter:
API_1_SVE_THIT_S.cnv
1.1.3.1.3 Test Procedure

Id
Description
API Expectation
APDU Expectation

1
Throws the JCRE instance of SIMViewException with the specified reason


Reson (0)


2
Throws the JCRE instance of SIMViewException with the specified reason


Reson (1)


3
Throws the JCRE instance of SIMViewException with the specified reason


Reson (15) (XX)


4
SIMViewException extends javacard.framework.CardRuntimeException


Reson (0)


5
SIMViewException extends javacard.framework.CardRuntimeException


Reson (1)


6
SIMViewException extends javacard.framework.CardRuntimeException


Reson (15) (XX)


1.1.3.1.4 Test Coverage

CR number
Test case number

1
1,2,3

2
4,5,6


























































































































































