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6.2.9.12 Method setEvent

Test Area Reference: API_2_TKR_SEVTB

6.2.9.12.1 Conformance Requirement:

The method with following header shall be compliant to its definition in the API.
              
public void setEvent(byte id)

        
            throws ToolkitException

Normal Execution

CRRN1:  a following call to isEventSet() method with the same event id shall answer true for the applet.

CRRN2 : the SIM Toolkit Framework shall trigger the applet if an occurrence of the set event happens.

CRRN3 : this method shall accept all the events defined in  GSM 0319 excepted  : EVENT_MENU_SELECTION, EVENT_MENU_SELECTION_HELP_REQUEST, EVENT_TIMER_EXPIRATION , EVENT_STATUS_COMMAND 
Parameters error

CRRP1: shall throw a ToolkitException with EVENT_NOT_SUPPORTED reason if event is 0.

CRRP2: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if event is EVENT_MENU_SELECTION.

CRRP3: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if event is EVENT_MENU_SELECTION_HELP_REQUEST.

CRRP4: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if event is EVENT_TIMER_EXPIRATION.

CRRP5: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if event is EVENT_STATUS_COMMAND.

Context error

CRRC1: shall throw a ToolkitException with EVENT_ALREADY_REGISTERED if event is EVENT_CALL_CONTROL_BY_SIM but another applet is already registered to it.

CRRC2: shall throw a ToolkitException with EVENT_ALREADY_REGISTERED if event is EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM but another applet is already registered to it.

6.2.9.12.2 Test suite files:

Test Script : 


API_2_TKR_SEVTB_1.scr
Test Applet: 


1. API_2_TKR_SEVTB_1.java





2. API_2_TKR_SEVTB_2.java
Load Script : 


API_2_TKR_SEVTB_1.ldr

The load script installs the 2 instances.

Cleanup script : 

API_2_TKR_SEVTB_1.clr

6.2.9.12.3 Test Procedure

Id
Description
API Expectation
APDU Expectation

1
Applet 1 is triggered by ENVELOPE(SMS_ PP_FORMATTED) command.

Send ENVELOPE(SMS_PP_FORMATTED)


Applet 1 shall be triggered


2
Setting ALLOWED and SUPPORTED events

1- For all events defined in GSM 0319 (from 1 to 19) and allowed:
EVENT_PROFILE_DOWNLOAD, EVENT_FORMATTED_SMS_PP_ENV, EVENT_FORMATTED_SMS_PP_UPD, EVENT_UNFORMATTED_SMS_PP_ENV, EVENT_UNFORMATTED_SMS_PP_UPD, EVENT_UNFORMATTED_SMS_CB, EVENT_CALL_CONTROL_BY_SIM, EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM, EVENT_EVENT_DOWNLOAD_MT_CALL, EVENT_EVENT_DOWNLOAD_CALL_CONNECTED, EVENT_EVENT_DOWNLOAD_CALL_DISCONNECTED, EVENT_EVENT_DOWNLOAD_LOCATION_STATUS, EVENT_EVENT_DOWNLOAD_USER_ACTIVITY, EVENT_EVENT_DOWNLOAD_IDLE_SCREEN_AVAILABLE, EVENT_EVENT_DOWNLOAD_CARD_READER_STATUS
1.1- clearEvent(event)

1.2- isEventSet(event)

1.3- setEvent(event)

1.4- isEventSet(event)

1.5- clearEvent(event)


1.1- No exception shall be thrown.

1.2- Shall return false.

1.3- No exception shall be thrown.

1.4- Shall return true.

1.5- No exception shall be thrown.


3
Event 0

Call setEvent(0)
Shall throw a ToolkitException with EVENT_NOT_SUPPORTED reason code.











4
Setting EVENT_MENU_SELECTION

Call setEvent(EVENT_MENU_SELECTION)
Shall throw a ToolkitException with EVENT_NOT_ALLOWED reason code.




5
Setting EVENT_MENU_SELECTION_HELP_REQUEST

Call setEvent(EVENT_MENU_SELECTION_HELP_REQUEST)
Shall throw a ToolkitException with EVENT_NOT_ALLOWED reason code.




6
Setting EVENT_TIMER_EXPIRATION

Call setEvent(EVENT_TIMER_EXPIRATION)
Shall throw a ToolkitException with EVENT_NOT_ALLOWED reason code.




7
Setting EVENT_STATUS_COMMAND

Call setEvent(EVENT_STATUS_COMMAND)
Shall throw a ToolkitException with EVENT_NOT_ALLOWED reason code.




8
Check applet is triggered by an ENVELOPE(CALL_CONTROL)

setEvent(EVENT_CALL_CONTROL_BY_SIM)

Trigger the applet
Applet is trigged by an ENVELOPE(CALL_CONTROL)


9
Check applet is triggered by an ENVELOPE(MO_SHORT_MESSAGE_CONTROL)

setEvent(EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM)

Trigger the Applet
Applet is trigged by an ENVELOPE(MO_SHORT_MESSAGE_CONTROL)


10
Applet 2 is triggered by ENVELOPE(SMS_ PP_DOWNLOAD) command.

Trigger the applet 2
Applet 2 is trigged by an ENVELOPE(SMS_ PP_DOWNLOAD) command


11
Applet 2 registers to CALL_CONTROL 
but it is already assigned

setEvent(EVENT_CALL_CONTROL_BY_SIM)
Shall throw a ToolkitException with EVENT_ALREADY_REGISTERED reason code.




12
Applet 2 registers to MO_MESSAGE_CONTROL 
but it is already assigned

setEvent(EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM)
Shall throw a ToolkitException with EVENT_ALREADY_REGISTERED reason code.




6.2.9.12.4 Test Coverage

CRR number
Test case number

N1
2

N2
1, 8,9,10

N3
2,4,5,6,7

P1
3

P2
4

P3
5

P4
6

P5
7

C1
11

C2
12

6.2.9.13 Method setEventList

Test Area Reference: API_2_TKR_SEVL_BSS

6.2.9.13.1 Conformance Requirement:

The method with following header shall be compliant to its definition in the API.

public void setEventList(byte[] eventList,

                     short offset,

                     short length)

              throws java.lang.NullPointerException,

                     java.lang.ArrayIndexOutOfBoundsException,

                     ToolkitException

Normal Execution

CRRN1: for all events set successfully by this method, a call to isEventSet() method should return true.
CRRN2 : the SIM Toolkit Framework shall trigger the applet if an occurrence of one of the successfully registered events happens.

CRRN3 : this method shall accept all the events defined in  GSM 0319 excepted  : EVENT_MENU_SELECTION, EVENT_MENU_SELECTION_HELP_REQUEST, EVENT_TIMER_EXPIRATION , EVENT_STATUS_COMMAND.
Parameters error

CRRP1 : shall throw a java.lang.NullPointerException if eventList is null.

CRRP2 : shall throw a java.lang.ArrayIndexOutOfBoundsException if offset would cause access outside array bounds.

CRRP3 : shall throw a java.lang.ArrayIndexOutOfBoundsException if length would cause access outside array bounds.

CRRP4 : shall throw a java.lang.ArrayIndexOutOfBoundsException if both offset and length would cause access outside array bounds.

CRRP5: shall throw a ToolkitException with EVENT_NOT_SUPPORTED reason if event is 0.

CRRP6: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if eventList contains EVENT_MENU_SELECTION.

CRRP7: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if eventList contains EVENT_MENU_SELECTION_HELP_REQUEST.

CRRP8: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if eventList contains EVENT_TIMER_EXPIRATION.

CRRP9: shall throw a ToolkitException with EVENT_NOT_ALLOWED reason if eventList contains EVENT_STATUS_COMMAND.

Context error

CRRC1: shall throw a ToolkitException with EVENT_ALREADY_REGISTERED if eventList contains EVENT_CALL_CONTROL_BY_SIM but another applet is already registered to it.

CRRC2: shall throw a ToolkitException with EVENT_ALREADY_REGISTERED if eventList contains EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM but another applet is already registered to it.

6.2.9.13.2 Test suite files:

Test Script : 


API_2_TKR_SEVL_BSS_1.scr
Test Applet: 


1. API_2_TKR_ SEVL_BSS _1.java





2. API_2_TKR_ SEVL_BSS _2.java


Load Script : 


API_2_TKR_ SEVL_BSS_1.ldr

The load script installs the 2 instances.

Cleanup script : 

API_2_TKR_ SEVL_BSS_1.clr

6.2.9.13.3 Test Procedure

Id
Description
API Expectation
APDU Expectation

1
Applet 1 Registering all eventList buffer

EventList = all allowed events defined in GSM 0319:
EVENT_PROFILE_DOWNLOAD, EVENT_FORMATTED_SMS_PP_ENV, EVENT_FORMATTED_SMS_PP_UPD, EVENT_UNFORMATTED_SMS_PP_ENV, EVENT_UNFORMATTED_SMS_PP_UPD, EVENT_UNFORMATTED_SMS_CB, EVENT_CALL_CONTROL_BY_SIM, EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM, EVENT_EVENT_DOWNLOAD_MT_CALL, EVENT_EVENT_DOWNLOAD_CALL_CONNECTED, EVENT_EVENT_DOWNLOAD_CALL_DISCONNECTED, EVENT_EVENT_DOWNLOAD_LOCATION_STATUS, EVENT_EVENT_DOWNLOAD_USER_ACTIVITY, EVENT_EVENT_DOWNLOAD_IDLE_SCREEN_AVAILABLE, EVENT_EVENT_DOWNLOAD_CARD_READER_STATUS
1- For each event in EventList clearEvent(event)

2- setEventList(eventList)

Offset = 0

Length = eventList.lentgh

3- For all events in eventList isEventSet(event)

4- For each event in EventList clearEvent(event)


1- No exception shall be thrown.

2- No exception shall be thrown.

3- Each time shall return true.

4- No exception shall be thrown.




2
Registering part of eventList buffer

EventList = all allowed events defined in GSM 0319 (see test case 1).

1- For each event in EventList clearEvent(event)

2- setEventList(eventList, offset, length)

Offset > 0

Length = eventList.lentgh – offset

3- For all events in eventList :

isEventSet(event)

4- For each event in EventList: clearEvent(event)


1- No exception shall be thrown.

2- No exception shall be thrown.

3- Each time shall return true for events ranging from offset to offset+length else shall return false.

4- No exception shall be thrown.




3
Null buffer

EventList = null


Shall throw a java.lang.NullPointerException Exception


4
Out of bounds offset

Offset = eventList.length

Length = 1


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


5
Out of bounds and big offset

Offset = 255

Length = 1


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


6
Offset < 0

Offset = -1

Length = 1


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


7
Out of bounds length

Offset = 0

Length = eventList.length + 1


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


8
Out of bounds and big length

Offset = 0

Length = 255


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


9
Length < 0

Offset = 0

Length = -1


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


10
Out of bounds offset + Length 

Offset + length > eventList.length + 1


Shall throw a java.lang.ArrayIndexOutOfBounds Exception


11
Event 0

Call setEventList(eventList) with eventList indicating event 0
Shall throw a ToolkitException with EVENT_NOT_SUPPORTED reason code.











12
EVENT_MENU_SELECTION

Call setEventList(eventList) with eventList indicating EVENT_MENU_SELECTION
Shall throw a ToolkitException with reason code EVENT_NOT_ALLOWED.




13
EVENT_MENU_SELECTION_HELP_REQUEST

Call setEventList(eventList) with eventList indicating EVENT_MENU_SELECTION_HELP_REQUEST
Shall throw a ToolkitException with reason code EVENT_NOT_ALLOWED.




14
EVENT_TIMER_EXPIRATION

Call setEventList(eventList) with eventList indicating EVENT_TIMER_EXPIRATION
Shall throw a ToolkitException with reason code EVENT_NOT_ALLOWED.




15
EVENT_STATUS_COMMAND

Call setEventList(eventList) with eventList indicating EVENT_STATUS_COMMAND
Shall throw a ToolkitException with reason code EVENT_NOT_ALLOWED.




16
Setting EVENT_CALL_CONTROL_BY_SIM 

setEventList(List, 0, 2) with List containing 

EVENT_CALL_CONTROL_BY_SIM & EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM
Shall not throw an exception 




17
Check applet is triggered by an ENVELOPE(CALL_CONTROL)

Trigger the applet
Applet is trigged by an ENVELOPE(CALL_CONTROL)


18
Check applet is triggered by an ENVELOPE(MO_SHORT_MESSAGE_CONTROL)

Trigger the applet
Applet is trigged by an ENVELOPE(MO_SHORT_MESSAGE_CONTROL)


19
Applet 2 registers to CALL_CONTROL 
but it is already assigned 

setEventList(MonoEventList,0,1) with MonoEventList containing EVENT_CALL_CONTROL_BY_SIM


Shall throw a ToolkitException with EVENT_ALREADY_REGISTERED reason code.




20
Applet 2 registers to MO_SHORT_MESSAGE_CONTROL
but it is already assigned setEventList(MonoEventList,0,1) with MonoEventList containing EVENT_MO_SHORT_MESSAGE_CONTROL_BY_SIM


Shall throw a ToolkitException with EVENT_ALREADY_REGISTERED reason code.




6.2.9.13.4 Test Coverage

CRR number
Test case number

N1
1,2

N2
16,17,18

N3
1,2, 1112,13,14,15

P1
3

P2
4,5,6

P3
7,8,9

P4
10

P5
11

P6
12

P7
13

P8
14

P9
15

C1
19

C2
20


























































































































































