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The USAT Interpreter shall execute low level commands (USAT Interpreter Byte Codes) independent from the source of the low level commands.
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The new requirement is incorporated into chapter 5.5.
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5.5
USIM with USAT Interpreter and stored applications

This entity converts USAT Gateway to USAT Interpreter protocol to local USIM commands. The local USIM commands could be USAT commands or other commands necessary, e.g., security commands, to execute the application. The USAT Interpreter shall use the commands defined in TS 31.111 [2] to communicate with the ME. The USIM with USAT Interpreter may contain keys for both secure end-to-end application delivery and secure transport. 

It shall provide memory space for locally stored translated applications.

The USAT Interpreter shall be configurable to allow or deny the execution of specific low level commands.

The USAT Interpreter can be triggered either

-
locally from the ME, as a result from a menu selection,

-
locally from the ME, as a result from an event,

-
by an incoming page as a result from a previous URL request from the USAT Interpreter, or

-
by an incoming page initiated by an application system (push).

The USAT Interpreter shall execute low level commands in the same way independent from the source of the low level commands, i.e. locally stored low level commands or low level commands received from outside the USIM.
A caching mechanism may be used by the USAT Interpreter.

The USAT Interpreter shall provide a generic interface to support all  USAT commands.

The following table describes the list of additional functionality to be provided by the USAT Interpreter:
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