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1. Issue with Parameters used

· As no security domain is provided when loading applets, the specification shall mandate that the applets that are loaded on the card are linked to CARD MANAGER’s security domain.

· In the Install/install we shall pass the 3 AIDs (and not 2) to be compliant with OP 2.0.1 

· We also want to revisit the default values used for the memory parameters since the default values used does take into account the various changes from some test applets.

· Security parameters used in 03.48 packet: 

- SPI1 is 0A: this shall not be used as long as this value is reserved for proprietary implementation.

Making use of it means that we define this implementation which is in contradiction with 03.48

· KIC 11 , KID = 00. We propose to use the same key set version for KIC and KID (for consistency 

Reason) but also because 00 is a reserved value.

2. Issue with some test cases in API:

· We should remove all the tests related to the SIMView Constants and Toolkit Constants as it makes no sense to perform such tests

· Class EnvelopeResponseHandler: 

API_2_ERH_POSTB, test case 1:

Issue:  the script expect SW1SW2 = 9000. But we can’t expect 9000 but 9FXX.

API_2_ERH_POSTBB, test case 1:

Issue: the script expects SW1SW2 = 9F02. But you can’t have 9F02 with this EVENT_FORMATTED_SMS_PP_ENV.

According OCS these tests have already been modified and use CALL_CONTROL event.

When testing the super class methods (append, find, copy etc), we perform some append with a “big” length. As there is not minimum capacity on the handler, we cannot expect them to have a capacity of 252 bytes. This concern the following test: 

API_2_ERH_APTLB_BSS, API_2_ERH_APTLBB, etc…;

So we propose to use a different EVENT like UNRECOGNIZED_ENVELOPE instead of EVENT_FORMATTED_SMS_PP_ENV.

API_2_ERH_COPY_BSS, test case 1:

NullPointerException is expected but unfortunately the Envelope Response Handler is not at all initialised, so the we may get an another exception prior to NullPointerException.

· In some scripts, we send UPDATE_RECORD on Ef SMS without verifying the CHV1 Access condition.

API_2_MEP_CHEC_BSS, API_2_MEP_CHECB, API_2_ENH_GSDL, : API_2_ENH_GTPO

