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Extract from T#13 report concerning USAT Interpreter

The draft report of T#13 contains the following information concerning the USAT Interpreter specifications:

TP-010207 contains TS 31.112 v2.0.0 "USAT Interpreter; Architecture Description" for Rel-5. This specification defines the stage 2 description for the USAT Interpreter system. As the second stage of a three-level structure, it is derived from the stage 1 service description in TS 22.112. Specifically, it defines the overall architecture for the USAT Interpreter system including the role models, system architecture and information flow. The specification was approved and will be made available after the meeting as version 5.0.0.

TP-010208 contains TS 31.113 v2.0.0 "USAT Interpreter; Byte Codes" for Rel-5. The document specifies the byte codes that are recognised by an USAT Interpreter. The primary purpose of the byte code is to provide efficient programming access to the SIM Application Toolkit commands. The specification was approved and will be made available after the meeting as version 5.0.0.

It was noted that the two TSs listed above had originally been planned for Rel-4. As such, the stage one specification, TS 22.112, was approved at TSG-T #11 as a rel-4 specification. However, TS 31.112 and TS 31.113 were delayed, and thus introduced into Rel-5. It was therfore agreed that TS 22.112 should be withdrawn from Rel-4 and reissued unchanged as part of Rel-5.

