27.22.4.6
POLL INTERVAL

27.22.4.6.1
Definition and applicability

This test is only applicable to ME's that support the POLL INTERVAL proactive SIM facility.

27.22.4.6.2 Conformance Requirement
The SIM indicates the poll interval it requests from then onwards, and the ME responds through TERMINAL RESPONSE with the maximum interval that it will use. 
If the ME does not support the poll interval requested by the SIM, then the ME shall respond with the closest interval to the one requested by the SIM, or, if the intervals the ME can offer are equidistant (higher and lower) from the SIM's request, the ME shall respond with the lower interval of the two. [This is not tested]
The ME shall support the Proactive SIM: POLL INTERVAL facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 6.1, clause 6.4.6 (Poll interval), 6.6.6. (Poll interval), clause 5.2 (Terminal profile), clause 12.6 (Command details), clause 12.7 (Device identities), clause 12.8 (Duration)

27.22.4.6.3
Test Purpose

To verify that the ME shall send a TERMINAL RESPONSE (OK) to the SIM after the ME receives the POLL INTERVAL proactive SIM command.

To verify that the ME gives a valid response to the polling interval requested by the SIM.

To verify that the ME sends STATUS commands to the SIM at an interval no longer than the interval negotiated by the SIM.

27.22.4.6.4
Method of Test

27.22.4.6.4.1
Initial Conditions

The ME is connected to the SIM Simulator.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

27.22.4.6.4.2
Procedure

Expected Sequence 1.1 (POLL INTERVAL, Seconds)

Step
Direction
MESSAGE / Action
Comments

1
SIM ( ME
PROACTIVE COMMAND PENDING: POLL INTERVAL 1.1.1 


2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND: POLL INTERVAL 1.1.1
[Duration: 20 seconds]

4
ME ( SIM
TERMINAL RESPONSE: POLL INTERVAL 1.1.1
[Command performed successfully]

5
ME
ME polls in intervalls of 20 seconds


PROACTIVE COMMAND: POLL INTERVAL 1.1.1
Logically:


Command details



Command number:
1



Command type:
POLL INTERVAL



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Duration



Time unit:
Seconds



Time interval:
20
Coding:

BER-TLV:
D0
0D
81
03
01
03
00
82
02
81
82
84


02
01
14










TERMINAL RESPONSE: POLL INTERVAL 1.1.1
Logically:


Command details



Command number:
1



Command type:
POLL INTERVAL



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Duration



Time unit:
Seconds



Time interval:
20

Coding:

BER-TLV:
81
03
01
02
00
82
02
82
81
83
01
00


82
02
01
14

















































































































27.22.4.6.5
Test Requirement

The ME shall operate in the manner defined in expected sequence 1.

