27.22.4.8
SET UP MENU


27.22.4.8.1
SET UP MENU (normal)

27.22.4.8.1.1
Definition and applicability

This test is only applicable to ME's that support the SET UP MENU proactive SIM facility.

The SET UP MENU proactive SIM command shall supply a set of menu items, which shall be integrated with the menu system (or other MMI facility) in order to give the user the opportunity to choose one of these menu items. Each item comprises a short identifier (used to indicate the selection) and a text string. The included alpha identifier acts as a title for the list of menu items.


27.22.4.8.1.2
Conformance Requirement








The ME shall support the Proactive SIM SET UP MENU facility as defined in the following technical specifications:

TS GSM 11.14 [15] clause 5 (Profile download), 6.4.8 (SET UP MENU), 6.8 (Structure of TERMINAL RESPONSE), 6.11 (Proactive commands versus possible Terminal response), 12.6 (Command details), 13.4 (Type of Command and Next Action Indicator).


27.22.4.8.1.3
Test Purpose

To verify that the ME correctly integrates the menu items contained in the SET UP MENU proactive SIM command, and returns a successful response in the TERMINAL RESPONSE command sent to the SIM.

To verify that the ME replaces the current list of menu items with the list of menu items contained in the SET UP MENU command.

To verify that the ME removes the current list of menu items following receipt of a SET UP MENU command with no items.


27.22.4.8.1.4
Method of Test


27.22.4.8.1.4.1
Initial Conditions

The ME is connected to the SIM Simulator.

The elementary files are coded as Toolkit default.

The ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.


27.22.4.8.1.4.2
Procedure
































Expected Sequence 1 (SET UP MENU, Replace and Remove a Toolkit Menu)

Step
Direction
MESSAGE / Action
Comments

1
SS ( ME
PROACTIVE COMMAND PENDING: SET UP MENU 1.1
[First Set Up Menu]

2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND SET UP MENU 1.1


4
ME ( USER
Integrate the menu header of "Toolkit Menu" into its menu system and have the menu items of "Item 1", "Item 2", "Item 3" and "Item 4" under this header.


5
ME ( SIM
TERMINAL RESPONSE: SET UP MENU 1.1
[Command Performed Successfully]

6
SIM ( ME
PROACTIVE SIM SESSION ENDED


7
USER ( ME
Select "Item 2" under menu header "Toolkit Menu".


8
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP MENU 1.2
[Second Set Up Menu, REPLACE Old Menu]

9
ME ( SIM
FETCH


10
SIM ( ME
PROACTIVE COMMAND SET UP MENU 1.2


11
ME ( USER
Integrate the new menu header of "Toolkit Menu" into its menu system and have the menu items of "One" and "Two" under this header.


12
ME ( SIM
TERMINAL RESPONSE: SET UP MENU 1.2
[Command Performed Successfully]

13
SIM ( ME
PROACTIVE SIM SESSION ENDED


14
USER ( ME
Select the menu item "Two" under menu header "Toolkit Menu".


15
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP MENU 1.3 with SW1 / SW2 of '91 0F'.
[Third Set Up Menu, REMOVE Toolkit Menu]

16
ME ( SIM
FETCH


17
SIM ( ME
PROACTIVE COMMAND SET UP MENU 1.3


18
ME ( USER
Remove the menu “Toolkit Menu” from its menu system.


19
ME ( SIM
TERMINAL RESPONSE: SET UP MENU 1.3
[Command Performed Successfully]

20
SIM ( ME
PROACTIVE SIM SESSION ENDED


PROACTIVE SIM: SET UP MENU 1.1

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha identifier:
"Toolkit Menu"


Item



Identifier of item:
1



Text string of item:
"Item 1"


Item



Identifier of item:
2



Text string of item:
"Item 2"


Item



Identifier of item:
3



Text string of item:
"Item 3"


Item



Identifier of item:
4



Text string of item:
"Item 4"

Coding:

BER-TLV:
D0
3B
81
03
01
25
00
82
02
81
82
85


0C
54
6F
6F
6C
6B
69
74
20
4D
65
6E


75
8F
07
01
49
74
65
6D
20
31
8F
07


02
49
74
65
6D
20
32
8F
07
03
49
74


65
6D
20
33
8F
07
04
49
74
65
6D
20


34












PROACTIVE SIM: SET UP MENU 1.2

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha identifier:
"Toolkit Menu"


Item



Identifier of item:
"11"



Text string of item:
"One"


Item



Identifier of item:
"12"



Text string of item:
"Two"

Coding:

BER-TLV:
D0
23
81
03
01
25
00
82
02
81
82
85


0C
54
6F
6F
6C
6B
69
74
20
4D
65
6E


75 
8F 
04
11
4F
6E
65
8F
04
12
54
77


6F












PROACTIVE SIM: SET UP MENU 1.3

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Item:


Empty

Coding:

BER-TLV:
D0
0D
81
03
01
25
00
82
02
81
82
85


00
8F
00
























TERMINAL RESPONSE: SET UP MENU 1.1

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
“no help information available”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
25
00
82
02
82
81
83
01
00

TERMINAL RESPONSE: SET UP MENU 1.2

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
“no help information available”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
25
00
82
02
82
81
83
01
00

TERMINAL RESPONSE: SET UP MENU 1.3

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
“no help information available”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
25
00
82
02
82
81
83
01
00

Expected Sequence 2 (SET UP MENU, Large Menu with many items or with large items or with Large Alpha Identifier)

1
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP MENU 1.4 
[First Large Menu with many items, Fetch of FF bytes]

2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND SET UP MENU 1.4


4
ME ( USER
Integrate the new menu header of "LargeMenu1" into its menu system and have the menu items of "Zero", "One", "Two", Three", "Four", "Five", "Six", "Seven", "Eight", "Nine", "Alpha", "Bravo", "Charlie", "Delta", "Echo", "Fox-trot", "Black", "Brown", "Red", "Orange", "Yellow", "Green", "Blue", "Violet", "Grey", "White", "milli", "micro", "nano" and "pico" under this header.


5
ME ( SIM
TERMINAL RESPONSE: SET UP MENU 1.4
[Command Performed Successfully]

6
SIM ( ME
PROACTIVE SIM SESSION ENDED


7
USER ( ME
Select the menu item "Orange" under menu header "LargeMenu1".


8
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP MENU 1.5
[Second Large Menu with large items, Fetch of F6 bytes]

9
ME ( SIM
FETCH


10
SIM ( ME
PROACTIVE COMMAND SET UP MENU 1.5


11
ME ( USER
Integrate the new menu header of "LargeMenu2" into its menu system and have the menu items of "1 Call Forward Unconditional", "2 Call Forward On User Busy", "3 Call Forward On No Reply", "4 Call Forward On User Not Reachable", "5 Barring Of All Outgoing Calls", "6 Barring Of All Outgoing Int Calls" and "7 CLI Presentation" under this header.
 

12
ME ( SIM
TERMINAL RESPONSE: SET UP MENU 1.5
[Command Performed Successfully]

13
SIM ( ME
PROACTIVE SIM SESSION ENDED


14
USER ( ME
Select the menu item "5 Barring Of All Outgoing Calls" under menu header "LargeMenu2".


15
SIM ( ME
PROACTIVE COMMAND PENDING: SET UP MENU 1.6
[Third Large Menu with a Large Alpha Identifier and only one Short Item, Fetch of FF bytes]

16
ME ( SIM
FETCH


17
SIM ( ME
PROACTIVE COMMAND SET UP MENU 1.6


18
ME ( USER
Integrate the new menu header of " The SIM shall supply a set of menu items, which shall be integrated with the menu system (or other MMI facility) in order to give the user the opportunity to choose one of these menu items at his own discretion. Each item comprises a sh" into it's menu system and have a menu item of "Y" under this header.


19
ME ( SIM
TERMINAL RESPONSE: SET UP MENU 1.6
[Command Performed Successfully]

20
SIM ( ME
PROACTIVE SIM SESSION ENDED


21
USER ( ME
Select the menu item "Y" under menu header "The SIM shall supply a set of menu items, which shall be integrated with the menu system (or other MMI facility) in order to give the user the opportunity to choose one of these menu items at his own discretion. Each item comprises a sh".


PROACTIVE SIM: SET UP MENU 1.4

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier:
"LargeMenu1"


Item



Identifier of item:
"50"



Text string of item:
"Zero"


Item



Identifier of item:
"4F"



Text string of item:
"One"


Item



Identifier of item:
"4E"



Text string of item:
"Two"


Item



Identifier of item:
"4D"



Text string of item:
"Three"


Item



Identifier of item:
"4C"



Text string of item:
"Four"


Item



Identifier of item:
"4B"



Text string of item:
"Five"


Item



Identifier of item:
"4A"



Text string of item:
"Six"


Item



Identifier of item:
"49"



Text string of item:
"Seven"


Item



Identifier of item:
"48"



Text string of item:
"Eight"


Item



Identifier of item:
"47"



Text string of item:
"Nine"


Item



Identifier of item:
"46"



Text string of item:
"Alpha"


Item



Identifier of item:
"45"



Text string of item:
"Bravo"


Item



Identifier of item:
"44"



Text string of item:
"Charlie"


Item



Identifier of item:
"43"



Text string of item:
"Delta"


Item



Identifier of item:
"42"



Text string of item:
"Echo"


Item



Identifier of item:
"41"



Text string of item:
"Fox-trot"


Item



Identifier of item:
"40"



Text string of item:
"Black"


Item



Identifier of item:
"3F"



Text string of item:
"Brown"


Item



Identifier of item:
"3E"



Text string of item:
"Red"


Item



Identifier of item:
"3D"



Text string of item:
"Orange"


Item



Identifier of item:
"3C"



Text string of item:
"Yellow"


Item



Identifier of item:
"3B"



Text string of item:
"Green"


Item



Identifier of item:
"3A"



Text string of item:
"Blue"


Item



Identifier of item:
"39"



Text string of item:
"Violet"


Item



Identifier of item:
"38"



Text string of item:
"Grey"


Item



Identifier of item:
"37"



Text string of item:
"White"


Item



Identifier of item:
"36"



Text string of item:
"milli"


Item



Identifier of item:
"35"



Text string of item:
"micro"


Item



Identifier of item:
"34"



Text string of item:
"nano"


Item



Identifier of item:
"33"



Text string of item:
"pico"

Coding:

BER-TLV:
D0
81
FC
81
03
01
25
00
82
02
81
82


85
0A
4C
61
72
67
65
4D
65
6E
75
31


8F
05
50
5A
65
72
6F
8F
04
4F
4F
6E


65
8F
04
4E
54
77
6F
8F
06
4D
54
68


72
65
65
8F
05
4C
46
6F
75
72
8F
05


4B
46
69
76
65
8F
04
4A
53
69
78
8F


06
49
53
65
76
65
6E
8F
06
48
45
69


67
68
74
8F
05
47
4E
69
6E
65
8F
06


46
41
6C
70
68
61
8F
06
45
42
72
61


76
6F
8F
08
44
43
68
61
72
6C
69
65


8F
06
43
44
65
6C
74
61
8F
05
42
45


63
68
6F
8F
09
41
46
6F
78
2D
74
72


6F
74
8F
06
40
42
6C
61
63
6B
8F
06


3F
42
72
6F
77
6E
8F
04
3E
52
65
64


8F
07
3D
4F
72
61
6E
67
65
8F
07
3C


59
65
6C
6C
6F
77
8F
06
3B
47
72
65


65
6E
8F
05
3A
42
6C
75
65
8F
07
39


56
69
6F
6C
65
74
8F
05
38
47
72
65


79
8F
06
37
57
68
69
74
65
8F
06
36


6D
69
6C
6C
69
8F
06
35
6D
69
63
72


6F
8F
05
34
6E
61
6E
6F
8F
05
33
70


69
63
6F










PROACTIVE SIM: SET UP MENU 1.5

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier:
"LargeMenu2"


Item



Identifier of item:
"FF"



Text string of item:
"1 Call Forward Unconditional"


Item



Identifier of item:
"FE"



Text string of item:
"2 Call Forward On User Busy"


Item



Identifier of item:
"FD"



Text string of item:
"3 Call Forward On No Reply"


Item



Identifier of item:
"FC"



Text string of item:
"4 Call Forward On User Not Reachable"


Item



Identifier of item:
"FB"



Text string of item:
"5 Barring Of All Outgoing Calls"


Item



Identifier of item:
"FA"



Text string of item:
"6 Barring Of All Outgoing Int Calls"


Item



Identifier of item:
"F9"



Text string of item:
"7 CLI Presentation"

Coding:

BER-TLV:
D0
81
F3
81
03
01
25
00
82
02
81
82


85 
0A 
4C 
61
72 
67 
65 
4D 
65 
6E 
75 
32 


8F 
1D 
FF 
31 
20 
43 
61 
6C 
6C 
20 
46 
6F 


72 
77 
61 
72 
64 
20 
55 
6E 
63 
6F 
6E 
64 


69 
74 
69 
6F 
6E 
61 
6C 
8F 
1C 
FE 
32 
20 


43 
61 
6C 
6C 
20 
46 
6F 
72 
77 
61 
72 
64 


20 
4F 
6E 
20 
55 
73 
65 
72 
20 
42 
75 
73 


79 
8F 
1B 
FD 
33 
20 
43 
61 
6C 
6C 
20 
46 


6F 
72 
77 
61 
72 
64 
20 
4F 
6E 
20 
4E 
6F 


20 
52 
65 
70 
6C 
79 
8F 
25 
FC 
34 
20 
43 


61 
6C 
6C 
20 
46 
6F 
72 
77 
61 
72 
64 
20 


4F 
6E 
20 
55 
73 
65 
72 
20 
4E 
6F 
74 
20 


52 
65 
61 
63 
68 
61 
62 
6C 
65 
8F 
20 
FB 


35 
20 
42 
61 
72 
72 
69 
6E 
67 
20 
4F 
66 


20 
41 
6C 
6C 
20 
4F 
75 
74 
67 
6F 
69 
6E 


67 
20 
43 
61 
6C 
6C 
73 
8F 
24 
FA 
36 
20 


42 
61 
72 
72 
69 
6E 
67 
20 
4F 
66 
20 
41 


6C 
6C 
20 
4F 
75 
74 
67 
6F 
69 
6E 
67 
20 


49 
6E 
74 
20 
43 
61 
6C 
6C 
73 
8F 
13 
F9 


37 
20 
43 
4C 
49 
20 
50 
72 
65 
73 
65 
6E 


74 
61 
74 
69 
6F 
6E 







PROACTIVE SIM: SET UP MENU 1.6

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier:
"The SIM shall supply a set of menu items, which shall be integrated with the menu system (or other MMI facility) in order to give the user the opportunity to choose one of these menu items at his own discretion. Each item comprises a sh"


Item



Identifier of item:
"01"



Text string of item:
"Y"

Coding:

BER-TLV:
D0
81
FC
81
03
01
25
00
82
02
81
82


85 
81
EC
54
68
65
20
53
49
4D
20
73


68
61
6C
6C
20
73
75
70
70
6C
79
20


61
20
73
65
74
20
6F
66
20
6D
65
6E


75
20
69
74
65
6D
73
2C
20
77
68
69


63
68
20
73
68
61
6C
6C
20
62
65
20


69
6E
74
65
67
72
61
74
65
64
20
77


69
74
68
20
74
68
65
20
6D
65
6E
75


20
73
79
73
74
65
6D
20
28
6F
72
20


6F
74
68
65
72
20
4D
4D
49
20
66
61


63
69
6C
69
74
79
29
20
69
6E
20
6F


72
64
65
72
20
74
6F
20
67
69
76
65


20
74
68
65
20
75
73
65
72
20
74
68


65
20
6F
70
70
6F
72
74
75
6E
69
74


79
20
74
6F
20
63
68
6F
6F
73
65
20


6F
6E
65
20
6F
66
20
74
68
65
73
65


20
6D
65
6E
75
20
69
74
65
6D
73
20


61
74
20
68
69
73
20
6F
77
6E
20
64


69
73
63
72
65
74
69
6F
6E
2E
20
45


61
63
68
20
69
74
65
6D
20
63
6F
6D


70
72
69
73
65
73
20
61
20
73
68
8F


02
01
59










TERMINAL RESPONSE: SET UP MENU 1.4

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
“no help information available”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
25
00
82
02
82
81
83
01
00

TERMINAL RESPONSE: SET UP MENU 1.5

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
“no help information available”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
25
00
82
02
82
81
83
01
00

TERMINAL RESPONSE: SET UP MENU 1.6

Logically:


Command details



Command number:
1



Command type:
SET UP MENU



Command qualifier:
“no help information available”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
25
00
82
02
82
81
83
01
00

The following table details the test requirements with relation to the tested features:


Proactive SIM Command Facilities

Proactive SIM Command Number
Alpha Identifier Length
Number of items
Maximum length of item

1.1
12
4
6

1.2
12
2
3

1.3
10
0
-

1.4
10
30
8

1.5
10
7
37

1.6
235
1
1

27.22.4.8.5
Test Requirement

The ME shall operate in the manner defined in expected sequence 1 and in expected sequence 2.

