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5.1
MMS User Agent

5.1.1
MMS User Agent operations

The MMS User Agent shall provide the following application layer functionalities:-

· the retrieval of MMs (initiate MM delivery to the MMS User Agent).

The MMS User Agent may provide additional application layer functionalities such as:-

· the MM composition 

· the MM submission

· the MM presentation;

· the presentation of notifications to the user;

· the signing of an MM on an end-user to end-user basis;

· the decryption and encryption of an MM on an end-user to end-user basis;

· all aspects of storing MMs on the terminal;

· the handling of external devices;

· the user profile management

This optional list of additional functionalities of the MMS User Agent is not exhaustive.

7.1
MMS services offered

7.1.1
Submission of a Multimedia Message in the originator MMSE

When a user intends to send an MM to one or several destinations the MM shall be submitted to the originator MMS Relay/Server. 

The support for submission of MMs is optional for MMS User Agents. The support for submission of MMs is mandatory for MMS Relay/Servers. 

If an MMS User Agent supports submission of MMs the MMS User Agent shall be able to:

· Indicate the address of the MM recipient

· Identify the MIME content type of the message.

If a MMS User Agent supports submission of MMs the MMS User Agent may be able to:

· Request a delivery report for the message

· Request a read-reply report for the message

· Provide a time stamp for the time of submission of the message

· Set the earliest desired time of delivery for the message

· Set the desired time of expiry for the message

· Indicate the address of the MM originator, that shall be retrieved from the (U)SIM, if present
· Set further message qualifications (e.g. priority, message class, subject)

· Request the MM originator’s address being hidden from the recipient MMS User Agent.

Upon reception of an MM from an originator MMS User Agent the originator  MMS Relay/Server
· shall assign a Message Identification to the MM and immediately provide the originator MMS User Agent with this Message Identification 

· is responsible for retaining the MM until the earliest desired time of delivery, if the optional feature of earliest time of delivery is supported by the originator  MMS Relay/Server. If this feature is not supported then the MM is immediately routed forward.

· may provide a time stamp, i.e. it may also override the MMS User Agent’s time stamp,

· shall insert the originator’s address into the MM if not yet provided by the originator MMS User Agent

· shall pass the originator’s address to the peer entity if the peer entity is known to be a MMS Relay/Server
· shall route forward the request for address hiding unaltered to the recipient MMS Relay/Server if the peer entity is known to be an MMS Relay/Server .

· shall pass the originator’s address to the peer entity if the peer entity is not known to be an MMS Relay/Server and address hiding has not been requested by the originator MMS User Agent 

· shall not pass the originator’s address to the peer entity and should override the address provided by the originator MMS User Agent in the MM to an "anonymous" address if the peer entity is not known to be an MMS Relay/Server and address hiding has been requested by the originator MMS User Agent 

· may override the address provided by the originator MMS User Agent in the MM (subject to MMS service provider’s preferences) 

· is responsible for resolving the MM recipient’s address(es),

· is responsible to route the MM towards the MM recipients.

· should pass the indication whether or not a delivery report is requested unaltered when routing the MM towards the MM recipient(s)

· shall pass the indication whether or not a read-reply report is requested unaltered when routing the MM towards the MM recipient(s)

· shall pass the indication about MIME content type of the message and message qualifications (e.g. priority, message class, subject) unaltered when routing the MM towards the MM recipient(s)

· shall generate a delivery report indicating “indeterminate” status of the MM’s delivery if a delivery report was requested by the originator MMS User Agent and if the peer entity the MM is routed forward to is not known by the originator MMS Relay/Server.

A special case is where the recipient MMS Relay/Server is also the originator MMS Relay/Server. In this case the MM does not have to be routed forward.
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