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7.9.3
Submit Configuration

This TLV describes the information which shall be sent to the external system entity.

	Length
	Value
	Description
	M/O

	1
	‘13' / '93'
	Submit Configuration Tag
	M

	1-3
	A+B+C+D
	Length 
	M

	A
	Data
	Attributes
	O

	B
	TLV
	Submit Data TLV

(submit information, text possibly containing variable references)
	M

	C
	TLV
	Inline Value TLV,

text to be displayed during the wait state active.
	O

	D
	TLV
	Gateway Address TLV, to be incorporated into the operational layer, refer to TS 31.114 [2]
	O


7.9.3.1
Attributes

	
	b8
	b7
	b6
	b5
	b4
	b3
	b2
	b1

	
	
	
	
	
	
	
	
	
	SendReferer 

0:
Page Identification TLV not to be used in Submit TLV

1:
Page Identification TLV to be used in Submit TLV


	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	ProcessingBehaviour

0:
enter wait state and wait for a specific response from an external system entity and keep the proactive session alive, do not process next byte code

1:
do not enter wait state wait, process next byte code


	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	RFU

	
	
	
	
	
	
	
	
	
	

	
	
	
	
	
	
	
	
	
	Follow bit

	
	
	
	
	
	
	
	
	
	


If the SendReferer attribute is set, the Page Identification TLV of the current page shall be incorporated into the generated Submit TLV prior to the transmission to the external system entity.
The USAT interpreter shall behave as described in 4.2.3


7 Used USAT Interpreter data structures

[…]

7.9
Page Reference

[…]

7.9.3
Submit Configuration

[…]

7.9.3.4
Gateway Address

The Gateway Address TLV contains data (the Gateway Address Information) to address a specific Gateway in the USAT Interpreter Gateway System. The coding of the Gateway Address Information is out of the scope of the present document.


The way the Gateway Address TLV is handled by the USAT interpreter is defined in TS 31.114 [2].
	Length
	Value
	Description
	M/O

	1
	‘15'
	Gateway Address Tag
	M

	1-3
	A
	Length 
	M

	A
	Data
	Gateway Address Information
	M
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