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4.3
Terminal response handler mechanism

For any general result of an USAT command, the USAT Interpreter shall branch to the terminal response handler. The terminal response handler will match the general result with the currently defined general result ranges and process the corresponding action.

If several actions are assigned to a general result range, a SELECT ITEM command shall be built from the action list using the action description by the USAT Interpreter to allow the user to choose between actions.

In case of an exception of the USAT Interpreter or no corresponding general result range to the general result of an USAT command, a default action will apply. This default action could be changed by using the terminal response handler modifier with the reserved general result range 'FF FF'.

Exception example:

-
no more byte code when process next byte code (e.g. end of navigation unit).

A default terminal response handler configuration is defined in the present document and can be modified at personalization stage.

The default terminal response handler configuration can be modified temporarily by the terminal response handler modifier (e.g. to hide default entries by using action IDs, to add new ones or to modify existing entries).

If the USAT Interpreter branches to another page due to the terminal response handler configuration, the standard inter page variable management shall apply.

Default terminal response handler configuration.

Table 4.1

	
	
	Action ID
	General result range

	
	
	
	'FF FF'
	'14 14'
	'00 0F'
	'13 13'
	'12 12'
	'11 11'
	'10 10'
	'20 2F'
	'30 3F'

	
	
	
	default
	USSD/SS transaction terminated
	ok
	help request
	no response from user
	backward move requested
	quit
	worth to re-try 
	not worth to re-try

	System actions
	process next byte code
	'00'
	
	
	X
	
	
	
	
	
	

	
	quit USAT Interpreter without user confirmation
	'01'
	X
	X
	
	
	X
	
	X
	X
	X 

	
	go back one entry in history list
	'02'
	
	
	
	
	
	X
	
	
	

	
	retry last proactive command within current USAT Interpreter navigation unit
	'03'
	
	
	
	X
	
	
	
	X 

(note)
	

	NOTE: 
In the case of SET UP CALL, the system action "retry last proactive command within current USAT Interpreter navigation unit" should be deactivated by the service.
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