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5 TLV Format 

[…]

5.3
Coding of attribute bytes
Other coding example where attribute #2 consists of a single bit, attribute #3 consists of a 4 bit value and attribute #1 consists of a 2 bit value.
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7 Used USAT Interpreter data structures

[…]

7.9 Page Reference

If the Submit Configuration TLV is available (that indicates that the page is not locally stored on the USIM, i.e. e.g. stored at an external system entity), then the USAT Interpreter shall build a request to the external system entity according to clause 7.10 .If the transmission to the external system entity fails, an USAT Interpreter transmission error shall be generated by the USAT Interpreter and the execution shall stop.

8 USAT Interpreter byte codes

[…]

8.12
Get Input

This command is used to request multiple character input from user. 

Length
Value
Description
M/O

1
‘4B’ / 'CB'
Get Input Tag
M

1-3
A+1+B+C
Length 
M

A
Data
Attributes
O

1
Data
Variable ID (for storing the entered characters, the variable type information of the variable is set according to the DCS indication received from the UE. The DCS received from the UE is not stored in the variable value.) 
M

B
TLV
Inline Value TLV, containing text to be displayed (e.g. the question, to be used in the text string TLV of the GET INPUT USAT command)
M

C
TLV
Inline Value 2 TLV, containing the default text for the default text TLV of the GET INPUT USAT command
O

Coding of the attributes:
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Requested character set for input

0: SMS default

1: UCS2























Requested input mode of UE

0: Digits

1: Alphabet set























Minimum length of input string

4 bits to encode the minimum length of input,

minimum length in the range 0-15
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The following parameters shall be used for the generated GET INPUT command:

Field
Comment

Response length
Minimum length:

the value supplied by the attribute byte is to be used;

Maximum length:

'FF' shall be used

Command Qualifier
UE may echo user input on the display;

User input to be in unpacked format;

No help information available;

If more parameters are necessary for the Get Input command, for security reasons (e.g. user input shall not be revealed in any way ), the Execute USAT command byte code shall be used.

Possible errors:

Error Code
Description
Action

No error
OK
Continue

Problem in memory management
Memory allocation problem
Stop

Reference to undefined
Reference to undefined variable
Stop

7.9.3 Submit Configuration

This TLV describes the information which shall be sent to the external system entity.

Length
Value
Description
M/O

1
‘13' / '93'
Submit Configuration Tag
M

1-3
A+B+C+D
Length 
M

A
Data
Attributes
O

B
TLV
Submit Data TLV

(submit information, text possibly containing variable references)
M

C
TLV
Inline Value TLV,

text to be displayed during the wait state active.
O

D
TLV
Gateway Address TLV, to be incorporated into the operational layer, refer to TS 31.114 [2]
O

7.9.3.1
Attributes
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SendReferer 

0:
Page Identification TLV not to be used in Submit TLV

1:
Page Identification TLV to be used in Submit TLV






















ProcessingBehaviour

0:
enter wait state and wait for a specific response from an external system entity and keep the proactive session alive, do not process next byte code

1:
do not enter wait state wait, process next byte code
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If the SendReferer attribute is set, the Page Identification TLV of the current page shall be incorporated into the generated Submit TLV prior to the transmission to the external system entity.
The USAT interprer shall behave as described in 4.2.3.



7 Used USAT Interpreter data structures

[…]

7.5 Inline Value

Coding of the attributes:
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Value type information [see clause 6.2]
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