Page 1



3GPP T3 ad hoc meeting #65

Munich, Germany, March 19-21, 2002
Tdoc T3z020503

CR-Form-v3

CHANGE REQUEST



(

31.113
CR

(

rev
-
(

Current version:
5.1.0
(




For HELP on using this form, see bottom of this page or look at the pop-up text over the (
 symbols.



Proposed change affects:
(

(U)SIM
X
ME/UE

Radio Access Network

Core Network




Title:
(

Removal of “default page”




Source:
(

SchlumbergerSema




Work item code:
(

USAT interpreter

Date: (

8 Feb 2002







Category:
(

C

Release: (

REL 5


Use one of the following categories:
F  (essential correction)
A  (corresponds to a correction in an earlier release)
B  (Addition of feature), 
C  (Functional modification of feature)
D  (Editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
Use one of the following releases:
2
(GSM Phase 2)
R96
(Release 1996)
R97
(Release 1997)
R98
(Release 1998)
R99
(Release 1999)
REL-4
(Release 4)
REL-5
(Release 5)




Reason for change:
(

This document is a proposal to question issued in T3z020100 #64-1

The “default page” is mentioned in 31.113 but is defined nowhere.




Summary of change:
(

Section 7.2.1: change behaviour of USAT Interpreter in case of ChainNextNU attribute flag is reset




Consequences if 
(

not approved:
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7.2  Navigation Unit

A navigation unit is a component of a page. It is named using an anchor. A navigation unit is referenced using an anchor reference.

Length
Value
Description
M/O

1
‘0A’ / '8A'
Navigation Unit Tag
M

1-3
A+B+C+D
Length 
M

A
Data
Attributes 
O

B
TLV
Anchor (name of a navigation unit)
O

C
TLVs
Terminal response handler modifier - one or more TLVs
O

D
TLVs
USAT Interpreter Byte Codes – one or more TLVs
O

The following clauses specify the attributes and TLVs used in the navigation unit TLV.

7.2.1
Attributes


b8
b7
b6
b5
b4
b3
b2
b1










ResetVar

0:
keep variables values from previous navigation unit(s) in this page

1:
reset all the temporary variables when entering the navigation unit























DoNotHistorize

0:
insert this navigation unit’s anchor in the history list

1:
do not insert this navigation unit’s anchor in the history list























ChainNextNU

0:
quit the USAT interpreter, if the last byte code of current navigation unit contains no navigation commands

1:
start rendering of the next navigation unit in the page after execution of the last byte code of this navigation unit























DoNotInheritTerminalResponseHandlerConfiguration

0:
Inherit terminal response handler configuration from page

1:
Do not inherit terminal response handler configuration from page
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