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This document is a proposal to question issued in T3z020100 #64-15

The TS 31.113 states that the USAT interpreter shall be able to be started with either a locally stored page or a remote page. But the administration command “Configure Menu Text for Page” defined in TS 31.114 only allows starting with a locally stored page.
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4.4 Activation

The USAT Interpreter can be activated in different ways: 

-
locally from the UE using menu selection;

-
locally from the UE as the result of an event;

-
by an incoming page as a result of a previous page request from the USAT Interpreter;

-
by an incoming page initiated by an external system entity ("push"); or

-
optionally by an internal application using a proprietary interface.

The rendering of a page shall be independent of the means of activation.

With respect to activation locally from the UE using menu selection, the SETUP MENU command as described in 3GPP TS 31.111 [1] can contain one or more links to a Page Identification TLV which identifies a locally stored page. When one of these identifiers is selected, the USAT Interpreter is activated and renders the referenced page,. Registering of pages to the main menu is up to administrative means.

An event (as specified in 3GPP TS 31.111 [1] or proprietary events defined by the card issuer) is linked to a Page Identification  TLV which identifies a locally stored page. When the UE sends an ENVELOPE command containing an event, the USAT Interpreter is activated and renders the referenced page. If an event is received not referencing to a page, the event shall be ignored by the USAT Interpreter. For security reasons, setting up events is up to administrative means.

If an event occurs while the USAT Interpreter renders another page or while the USAT Interpreter is in wait state, the USAT Interpreter shall queue the event and shall postpone executing the event until the USAT Interpreter is neither in wait state nor rendering a page.

The USAT Interpreter shall be able to queue at least one event. Events shall be executed in the order the events have been occurred.

If the USAT Interpreter is not able to store an event (e.g. because the event queue is full already), it is up to the implementation of the USAT Interpreter to handle this situation.
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