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If an administration command to be executed is not allowed according to the USAT Interpreter command list for administration, an error shall occur. This error is not defined in description of each administration command.
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6.1.2.1 Install Page

[…]

6.1.2.1.5
Possible errors

Error Code


No error
OK

Not enough memory,

additional information: Remaining memory
Not enough memory to store the page. Remaining memory indicated.

Configuration not available
Provided TAR value is not contained in one of the configurations of the Operational Pull Configuration Set.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.2
Remove Page

[…]

6.1.2.2.4
Possible errors

Error Code


No error
OK

No error,

additional information

 result code:

'6F05' reference to undefined 
Referenced page not found

For this case the USAT Interpreter shall not stop the execution of ADM request. Nevertheless this information shall be included in the response to the USAT Interpreter Gateway System.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.3
Configure USAT Interpreter Entering Menu Title

[…]

6.1.2.3.4
Possible errors

Error Code


No error
OK, even if the text is not used by the USAT Interpreter

Not enough memory,

additional information: Remaining memory
Not enough memory to store the text. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.4
Configure Menu Text for Page

[…]

6.1.2.4.4
Possible errors

Error Code


No error
OK

Reference to undefined
Page referenced not found.

Not enough memory,

additional information: Remaining memory
Not enough memory to store the text. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.5
Remove Menu Text for Page

[…]

6.1.2.5.3
Possible errors

Error Code


No error
OK

No error,

additional information result code:

'6F05' reference to undefined
The specified page is not referenced by any menu entry.

For this case the USAT Interpreter shall not stop the execution of ADM request. Nevertheless this information shall be included in the response to the USAT Interpreter Gateway System.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.6
Install Event

[…]

6.1.2.6.4
Possible errors

Error Code


No error
OK

Reference to undefined
Page referenced not found.

Not enough memory,

additional information: Remaining memory
Not enough memory to store the event. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.7
Remove Event

[…]

Possible errors:

Error Code


No error
OK

No error,

additional information result code:

'6F05' reference to undefined
Event Identifier not in current event list.

For this case the USAT Interpreter shall not stop the execution of ADM request. Nevertheless this information shall be included in the response to the USAT Interpreter Gateway System.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.8
Modify Environment Variable

[…]

6.1.2.8.4
Possible errors

Error Code


No error
OK

Reference to undefined
The Variable ID is not in the specified range.

Not enough memory,

additional information: Remaining memory
Not enough memory to store the variable. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.9
Modify Wait State Message

[..]

6.1.2.9.3
Possible errors

Error Code


No error
OK

Not enough memory,

additional information: Remaining memory
Not enough memory to store the text. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.10
Modify Configuration Data

[…]

6.1.2.10.4
Possible errors

Error Code


No error
OK

Bad TAR value
Provided TAR value is not in the range defined for the configurations of one of the operational configuration sets.

Not enough memory,

additional information: Remaining memory
Not enough memory to create a new configuration or store data for an existing configuration. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.11 Modify Bearer Data

[…]

6.1.2.11.6
Possible errors

Error Code


No error
OK

Not enough memory,

additional information: Remaining memory
Not enough memory to create a new data set or to store data for an existing data set. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.12
Install Plug-In

[…]

6.1.2.12.3
Possible errors

Error Code


No error
OK

NCI already in use
The NCI value is already used by another plug-in

Not enough memory,

additional information: Remaining memory
Not enough memory to the plug-in. Available memory indicated.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.

6.1.2.13
Remove Plug-In

[…]

6.1.2.13.2
Possible errors

Error Code


No error
OK

No error,

additional information

result code:

'6F05' reference to undefined
Plug-in with given NCI value not found.

For this case the USAT Interpreter shall not stop the execution of ADM request. Nevertheless this information shall be included in the response to the USAT Interpreter Gateway System.

USAT administrative command not allowed
According to the current configuration set, the “Install Page” command is not allowed.
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