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6.2.9.11
Method requestPollInterval

Test Area Reference: API_2_TKR_RPOLS

6.2.9.11.1
Conformance requirement:
The method with following header shall be compliant to its definition in the API.

public void requestPollInterval(short duration)




throws ToolkitException

Normal execution

CRRN1: If duration is between 1 and 15300 or equal to POLL_SYSTEM_DURATION, the applet registers to EVENT_STATUS_COMMAND.

CRRN2: If duration is POLL_NO_DURATION, the applet is deregistered from EVENT_STATUS_COMMAND.

Parameters error
CRRP1: the method should throw a ToolkitException with REGISTRY_ERROR reason if duration is > 15300 or is < -1 (POLL_SYSTEM_DURATION).

Context errors

No Requirements.

6.2.9.11.2
Test suite files

Test Script: 


API_2_TKR_RPOLS_1.scr

Test Applet: 


API_2_TKR_RPOLS_1.java

Load Script: 


API_2_TKR_RPOLS_1.ldr

Cleanup script: 

API_2_TKR_RPOLS_1.clr

6.2.9.11.3
Test procedure

	Id
	Description
	API Expectation
	APDU Expectation

	1
	Requesting a value between 1 and 15300 s

1-
isEventSet(EVENT_STATUS_COMMMAND)

2-
requestPollInterval(duration) for boundaries values: 1, 255, 256, 15300.

3-
isEventSet(EVENT_STATUS_COMMAND).


	1-
Shall return false.

2-
No exception shall be thrown.

3-
Shall return true.
	

	2
	Check Applet is triggered by a STATUS command
1- reset and card initialisation

2-
Send STATUS command


	2- Applet is trigged by a STATUS command


	

	3
	Requesting POLL SYSTEM DURATION

1-
isEventSet(EVENT_STATUS_COMMMAND).

2-
RequestPollInterval(POLL_SYSTEM_DURATION).

3-
IsEventSet(EVENT_STATUS_COMMAND).


	1-
Shall return true.

2-
No exception shall be thrown.

3-
Shall return true.
	

	4
	Check Applet is triggered by a STATUS command

1-
reset and card initialisation

2-
Send STATUS command


	2- Applet is trigged by a STATUS command
	

	5
	Requesting invalid duration

requestPollInterval(duration) for following values: 15301, 32767, -2, -32768

	Each time, a ToolkitException with REGISTRY_ERROR reason code, shall be thrown.
	

	6
	Requesting POLL NO DURATION

1-
isEventSet(EVENT_STATUS_COMMMAND)

2-
requestPollInterval(POLL_NO_DURATION)

3-
isEventSet(EVENT_STATUS_COMMAND)


	1-
Shall return true.

2-
No exception shall be thrown.

3-
Shall return false.
	

	7
	Check Applet isn't triggered by an STATUS command.

1-
reset and card initialisation

2-
Send STATUS command


	2- Applet is not trigged by a STATUS command
	


6.2.9.11.4
Test Coverage

	CRR number
	Test case number

	N1
	1,2,3,4

	N2
	6,7

	P1
	5
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