27.22.4.30 SEND DATA

27.22.4.30.1
Definition and applicability

This test is only applicable to ME's that support the SEND DATA proactive SIM facility.

27.22.4.30.2
Conformance Requirement

The ME shall conclude the command by sending TERMINAL RESPONSE (OK) to the SIM, as soon as possible after receiving the SEND DATA proactive SIM command.

TS GSM 11.14 [15] clause 6.4.30 (Send Data), clause 6.6.30 (Send Data), clause 5.2 (Terminal Profile), clause 6.8 (Terminal Response), clause 12.6 (Command Details), clause 12.7 (Device Identities), clause 12.2 (Alpha Identifier), clause 12.31 (Icon Identifier), clause 12.53 (Channel Data), clause 12.54 (Channel Data Length)

27.22.4.30.3
Test Purpose

To verify that the ME shall send a TERMINAL RESPONSE (OK) to the SIM after the ME receives the SEND DATA proactive SIM command.

27.22.4.30.4
Method of Test

27.22.4.30.4.1
Initial Conditions

The ME is connected to the SIM Simulator.

The elementary files are coded as Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

27.22.4.30.4.2
Procedure

Expected Sequence 1.1a (SEND DATA immediately related to CSD)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1a
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.1.1
	

	8
	ME ( SS 
	SEND DATA
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.1.1
	[Command performed successfully]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


Expected Sequence 1.1b (SEND DATA immediately related to GPRS)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1b
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.1.1
	

	8
	ME ( SS 
	SEND DATA
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.1.1
	[Command performed successfully]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


PROACTIVE COMMAND : OPEN CHANNEL 1.1.1a

Logically:


Command details



Command number:
1



Command type:
OPEN CHANNEL



Command qualifier:
immediate link establishment


Device identities



Source device:
SIM



Destination device:
ME



Address



TON:

International number



NPI:

ISDN / telephone numbering plan



Dialling number string
"112233445566778"


Bearer description



Bearer type:
CSD



Bearer parameter:
xx xx xx


Buffer size
42

Coding:

	BER-TLV:
	D0
	1E
	81
	03
	01
	40
	01
	82
	02
	81
	82
	86

	
	09
	91
	11
	22
	33
	44
	55
	66
	77
	F8 
	B5
	04

	
	01
	xx
	xx
	xx
	B9
	02
	00
	2A
	
	
	
	


PROACTIVE COMMAND : OPEN CHANNEL 1.1.1b

Logically:


Command details



Command number:
1



Command type:
OPEN CHANNEL



Command qualifier:
immediate link establishment


Device identities



Source device:
SIM



Destination device:
ME



Address



TON:

International number



NPI:

ISDN / telephone numbering plan



Dialling number string
"112233445566778"


Bearer description



Bearer type:
GPRS



Bearer parameter:
xx xx xx xx xx xx xx 02


Buffer size
42

Coding:

	BER-TLV:
	D0
	23
	81
	03
	01
	40
	01
	82
	02
	81
	82
	86

	
	09
	91
	11
	22
	33
	44
	55
	66
	77
	F8 
	B5
	09

	
	02
	xx
	xx
	xx
	xx
	xx
	xx
	xx
	02
	B9
	02
	00

	
	2A
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1

Logically:


Command details



Command number:
1



Command type:
OPEN CHANNEL



Command qualifier:
immediate link establishment

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel status
Channel identifier 1


Buffer size
42

Coding:

	BER-TLV:
	81
	03
	01
	40
	01
	82
	02
	82
	81
	83
	01
	00

	
	B8 
	02
	81
	01
	B9
	02
	00
	2A
	
	
	
	


PROACTIVE COMMAND : SEND DATA 1.1.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 
Send Data


Channel Data



Channel data string:
"Test Message"

Coding:

	BER-TLV:
	D0
	22
	81
	03
	01
	43
	01
	82
	02
	81
	82
	85

	
	09
	53
	65
	6E
	64
	20
	4E
	61
	74
	61
	B6
	0C

	
	54
	65
	73
	74
	20
	4D
	65
	73
	73
	61
	67
	65


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.1.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel data length:
12

Coding:

	BER-TLV:
	81
	03
	01
	43
	01
	82
	02
	82
	81
	83
	01
	00

	
	B7 
	01
	2A
	
	
	
	
	
	
	
	
	


PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1

Logically:


Command details



Command number:
1



Command type:
CLOSE CHANNEL



Command qualifier:



Device identities



Source device:
SIM



Destination device:
ME

Coding:

	BER-TLV:
	D0
	09
	81
	03
	01
	41
	00
	82
	02
	81
	82
	


TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1

Logically:


Command details



Command number:
1



Command type:
CLOSE CHANNEL



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	41
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.2a (SEND DATA immediately without alpha ID related to CSD)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1a
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.2.1
	

	8
	ME ( SS 
	SEND DATA
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.2.1
	[Command performed successfully]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


Expected Sequence 1.2b (SEND DATA immediately without alpha ID related to GPRS)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1b
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.2.1
	

	8
	ME ( SS 
	SEND DATA
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.2.1
	[Command performed successfully]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


PROACTIVE COMMAND : SEND DATA 1.2.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 



Channel Data



Channel data string:
"Test Message"

Coding:

	BER-TLV:
	D0
	17
	81
	03
	01
	43
	01
	82
	02
	81
	82
	B6

	
	0C
	54
	65
	73
	74
	20
	4D
	65
	73
	73
	61
	67

	
	65
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.2.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel data length:
42

Coding:

	BER-TLV:
	81
	03
	01
	43
	01
	82
	02
	82
	81
	83
	01
	00

	
	B7 
	01
	2A
	
	
	
	
	
	
	
	
	


Expected Sequence 1.3a (SEND DATA immediately with icon related to CSD)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1a
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.3.1
	

	8
	ME ( SS 
	SEND DATA
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.3.1a

Or 

TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.3.1b
	[Command performed successfully]

[Command performed successfully but requested icon could not be displayed]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


Expected Sequence 1.3b (SEND DATA immediately with icon related to GPRS)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1b
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.3.1
	

	8
	ME ( SS 
	SEND DATA
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.3.1a

Or 

TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.3.1b
	[Command performed successfully]

[Command performed successfully but requested icon could not be displayed]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


PROACTIVE COMMAND : SEND DATA 1.3.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 



Icon Identifier



Icon Qualifier
self-explanatory



Icon Identifier
1 (number of record in EF IMG)


Channel Data



Channel data string:
"Test Message"

Coding:

	BER-TLV:
	D0
	1B
	81
	03
	01
	43
	01
	82
	02
	81
	82
	9E

	
	02
	00
	01
	B6
	0C
	54
	65
	73
	74
	20
	4D
	65

	
	73
	73
	61
	67
	65
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.3.1a

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel data length:
42

Coding:

	BER-TLV:
	81
	03
	01
	43
	01
	82
	02
	82
	81
	83
	01
	00

	
	B7 
	01
	2A
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.3.1b

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully but requested icon could not 







be displayed


Channel data length:
12

Coding:

	BER-TLV:
	81
	03
	01
	43
	01
	82
	02
	82
	81
	83
	01
	04

	
	B7 
	01
	2A
	
	
	
	
	
	
	
	
	


Expected Sequence 1.4a (SEND DATA store data in Tx buffer related to CSD)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1a
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (store data in Tx buffer) 1.4.1
	

	8
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.1
	

	9
	ME ( SIM
	FETCH
	

	10
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (store data in Tx buffer) 1.3.2
	

	11
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.2
	

	12
	ME ( SIM
	FETCH
	

	13
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.4.3
	

	14
	ME ( SS 
	SEND DATA
	

	15
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.3
	[Command performed successfully]

	16
	ME ( SIM
	FETCH
	

	17
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	18
	SS ( ME
	TERMINATE CALL
	

	19
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


Expected Sequence 1.4b (SEND DATA store data in Tx buffer related to GPRS)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1b
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (store data in Tx buffer) 1.4.1
	

	8
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.1
	

	9
	ME ( SIM
	FETCH
	

	10
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (store data in Tx buffer) 1.3.2
	

	11
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.2
	

	12
	ME ( SIM
	FETCH
	

	13
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.4.3
	

	14
	ME ( SS 
	SEND DATA
	

	15
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.3
	[Command performed successfully]

	16
	ME ( SIM
	FETCH
	

	17
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	18
	SS ( ME
	TERMINATE CALL
	

	19
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


PROACTIVE COMMAND : SEND DATA 1.4.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Store data in Tx buffer


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 
Send Data


Channel Data



Channel data string:
"Test Message 1"

Coding:

	BER-TLV:
	D0
	24
	81
	03
	01
	43
	00
	82
	02
	81
	82
	85

	
	09
	53
	65
	6E
	64
	20
	4E
	61
	74
	61
	B6
	0E

	
	54
	65
	73
	74
	20
	4D
	65
	73
	73
	61
	67
	65

	
	20
	31
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Store data in Tx buffer

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel data length:
28

Coding:

	BER-TLV:
	81
	03
	01
	43
	00
	82
	02
	82
	81
	83
	01
	00

	
	B7 
	01
	1C
	
	
	
	
	
	
	
	
	


PROACTIVE COMMAND : SEND DATA 1.4.2

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 
Send Data


Channel Data



Channel data string:
"Test Message 2"

Coding:

	BER-TLV:
	D0
	24
	81
	03
	01
	43
	00
	82
	02
	81
	82
	85

	
	09
	53
	65
	6E
	64
	20
	4E
	61
	74
	61
	B6
	0E

	
	54
	65
	73
	74
	20
	4D
	65
	73
	73
	61
	67
	65

	
	20
	32
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.2

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel data length:
14

Coding:

	BER-TLV:
	81
	03
	01
	43
	00
	82
	02
	82
	81
	83
	01
	00

	
	B7 
	01
	0E
	
	
	
	
	
	
	
	
	


PROACTIVE COMMAND : SEND DATA 1.4.3

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 
Send Data


Channel Data



Channel data string:
"Test Message 3"

Coding:

	BER-TLV:
	D0
	24
	81
	03
	01
	43
	01
	82
	02
	81
	82
	85

	
	09
	53
	65
	6E
	64
	20
	4E
	61
	74
	61
	B6
	0E

	
	54
	65
	73
	74
	20
	4D
	65
	73
	73
	61
	67
	65

	
	20
	33
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.4.3

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel data length:
42

Coding:

	BER-TLV:
	81
	03
	01
	43
	01
	82
	02
	82
	81
	83
	01
	00

	
	B7 
	01
	2A
	
	
	
	
	
	
	
	
	


Expected Sequence 1.5 (SEND DATA without opening channel)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : SEND DATA (immediately) 1.5.1
	

	4
	ME ( SS 
	SEND DATA
	

	5
	ME ( SIM
	TERMINAL RESPONSE 1.5.1
	[Bearer independent protocol error – channel identifier not valid]


PROACTIVE COMMAND : SEND DATA 1.5.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier: 
Send Data


Channel Data



Channel data string:
"Test Message"

Coding:

	BER-TLV:
	D0
	22
	81
	03
	01
	43
	01
	82
	02
	81
	82
	85

	
	09
	53
	65
	6E
	64
	20
	4E
	61
	74
	61
	B6
	0C

	
	54
	65
	73
	74
	20
	4D
	65
	73
	73
	61
	67
	65


TERMINAL RESPONSE : CHANNEL DATA LENGTH 1.5.1

Logically:


Command details



Command number:
1



Command type:
SEND DATA



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Bearer independent protocol error – channel identifier not valid

Coding:

	BER-TLV:
	81
	03
	01
	43
	01
	82
	02
	82
	81
	83
	01
	3A


27.22.4.30.5
Test Requirement

The ME shall operate in the manner defined in expected sequences.

27.22.4.31
GET CHANNEL STATUS

27.22.4.31.1
Definition and applicability

This test is only applicable to ME's that support the GET CHANNEL STATUS proactive SIM facility.

27.22.4.31.2
Conformance Requirement

The ME shall conclude the command by sending TERMINAL RESPONSE (OK) to the SIM, as soon as possible after receiving the GET CHANNEL STATUS proactive SIM command.

TS GSM 11.14 [15] clause 6.4.31 (Get Channel Status), clause 6.6.31 (Get Channel Status), clause 5.2 (Terminal Profile), clause 6.8 (Terminal Response), clause 12.6 (Command Details), clause 12.7 (Device Identities), clause 12.56 (Channel Status)

27.22.4.31.3
Test Purpose

To verify that the ME shall send a TERMINAL RESPONSE (OK) to the SIM after the ME receives the GET CHANNEL STATUS proactive SIM command.

27.22.4.31.4
Method of Test

27.22.4.31.4.1
Initial Conditions

The ME is connected to the SIM Simulator.

The elementary files are coded as Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

27.22.4.31.4.2
Procedure

Expected Sequence 1.1a (GET CHANNEL STATUS related to CSD)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1a
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : GET CHANNEL STATUS 1.1.1
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL STATUS 1.1.1
	[Command performed successfully]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


Expected Sequence 1.1b (GET CHANNEL STATUS related to CSD)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : OPEN CHANNEL (immediate) 1.1.1b
	

	4
	SS ( ME
	SETUP CALL
	

	5
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1
	[Command performed successfully]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : GET CHANNEL STATUS 1.1.1
	

	9
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL STATUS 1.1.1
	[Command performed successfully]

	10
	ME ( SIM
	FETCH
	

	11
	SIM ( ME
	PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1
	

	12
	SS ( ME
	TERMINATE CALL
	

	13
	ME ( SIM
	TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1 
	[Command performed successfully]


PROACTIVE COMMAND : OPEN CHANNEL 1.1.1a

Logically:


Command details



Command number:
1



Command type:
OPEN CHANNEL



Command qualifier:
immediate link establishment


Device identities



Source device:
SIM



Destination device:
ME



Address



TON:

International number



NPI:

ISDN / telephone numbering plan



Dialling number string
"112233445566778"


Bearer description



Bearer type:
CSD



Bearer parameter:
xx xx xx


Buffer size
42

Coding:

	BER-TLV:
	D0
	1E
	81
	03
	01
	40
	01
	82
	02
	81
	82
	86

	
	09
	91
	11
	22
	33
	44
	55
	66
	77
	F8 
	B5
	04

	
	01
	xx
	xx
	xx
	B9
	02
	00
	2A
	
	
	
	


PROACTIVE COMMAND : OPEN CHANNEL 1.1.1b

Logically:


Command details



Command number:
1



Command type:
OPEN CHANNEL



Command qualifier:
immediate link establishment


Device identities



Source device:
SIM



Destination device:
ME



Address



TON:

International number



NPI:

ISDN / telephone numbering plan



Dialling number string
"112233445566778"


Bearer description



Bearer type:
GPRS



Bearer parameter:
xx xx xx xx xx xx xx 02


Buffer size
42

Coding:

	BER-TLV:
	D0
	23
	81
	03
	01
	40
	01
	82
	02
	81
	82
	86

	
	09
	91
	11
	22
	33
	44
	55
	66
	77
	F8 
	B5
	09

	
	02
	xx
	xx
	xx
	xx
	xx
	xx
	xx
	02
	B9
	02
	00

	
	2A
	
	
	
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : CHANNEL IDENTIFIER 1.1.1

Logically:


Command details



Command number:
1



Command type:
OPEN CHANNEL



Command qualifier:
immediate link establishment

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel status
Channel identifier 1


Buffer size
42

Coding:

	BER-TLV:
	81
	03
	01
	40
	01
	82
	02
	82
	81
	83
	01
	00

	
	B8 
	02
	81
	01
	B9
	02
	00
	2A
	
	
	
	


PROACTIVE COMMAND : GET CHANNEL STATUS 1.1.1

Logically:


Command details



Command number:
1



Command type:
GET CHANNEL STATUS



Command qualifier:



Device identities



Source device:
SIM



Destination device:
ME

Coding:

	BER-TLV:
	D0
	09
	81
	03
	01
	44
	00
	82
	02
	81
	82
	


TERMINAL RESPONSE : CHANNEL STATUS 1.1.1

Logically:


Command details



Command number:
1



Command type:
GET CHANNEL STATUS


Command qualifier:



Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel status
Channel identifier 1

Coding:

	BER-TLV:
	81
	03
	01
	44
	00
	82
	02
	82
	81
	83
	01
	00

	
	B8 
	02
	81
	01
	
	
	
	
	
	
	
	


PROACTIVE COMMAND : CLOSE CHANNEL 1.1.1

Logically:


Command details



Command number:
1



Command type:
CLOSE CHANNEL



Command qualifier:



Device identities



Source device:
SIM



Destination device:
ME

Coding:

	BER-TLV:
	D0
	09
	81
	03
	01
	41
	00
	82
	02
	81
	82
	


TERMINAL RESPONSE : CLOSE CHANNEL 1.1.1

Logically:


Command details



Command number:
1



Command type:
CLOSE CHANNEL



Command qualifier:
Send data immediately

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	41
	00
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.2 (GET CHANNEL STATUS – no channel available)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : GET CHANNEL STATUS 1.2.1
	

	4
	ME ( SIM
	TERMINAL RESPONSE : CHANNEL STATUS 1.2.1
	[no channel available]


PROACTIVE COMMAND : GET CHANNEL STATUS 1.2.1

Logically:


Command details



Command number:
1



Command type:
GET CHANNEL STATUS



Command qualifier:



Device identities



Source device:
SIM



Destination device:
ME

Coding:

	BER-TLV:
	D0
	09
	81
	03
	01
	44
	00
	82
	02
	81
	82
	


TERMINAL RESPONSE : CHANNEL STATUS 1.2.1

Logically:


Command details



Command number:
1



Command type:
GET CHANNEL STATUS


Command qualifier:



Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Channel status
No channel available

Coding:

	BER-TLV:
	81
	03
	01
	44
	00
	82
	02
	82
	81
	83
	01
	00

	
	B8 
	02
	00
	00
	
	
	
	
	
	
	
	


27.22.4.31.5
Test Requirement

The ME shall operate in the manner defined in expected sequences.

