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C.3.3.11

Display Text

C.3.3.11.1
UI-CMD_DISP:TC1

C.3.3.11.1.1
Test procedure - Live ME

UI-CMD_DISP:TC1
Normal case

Initial conditions
PAGE-010 available locally on the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-010.xml

Test requirements
The USAT Interpreter shall display  “Text of  PAGE-010”

The text shall be displayed until it’s cleared by the user

Step
Direction
Message / action
Comments

1
User
Initiate test
UI shall start to render PAGE-010. 


UI(ME
Issue USAT-command: DISPLAY TEXT


2
User
Verify displayed text on ME: Text of PAGE-010


3
User
Clear message


4
User
Verify that the message is cleared
ME with cleared display

C.3.3.11.1.2 
Test procedure  –  Simulated environment

UI-CMD_DISP:TC1
Normal case

Initial conditions
PAGE-010 locally available to the IUT

Conformance context
Resident – Simulated

Test documents
PAGE-010.xml

DISPLAY-010.xml

Test requirements
The USAT Interpreter shall generate a USAT command that matches DISPLAY-010.xml

DISPLAY-010.xml indicates:  Wait for user to clear message, High priority, DCS SMS default

Step
Direction
Message / action
Comments

1
Test client
Initiate test
UI shall start to render PAGE-010

2
UI(ME
Issue USAT-command: DISPLAY TEXT


3
Test client
Verify the contents of the generated USAT command.
DISPLAY-010.xml

C.3.3.11.2

UI-CMD_DISP:TC2

C.3.3.11.2.1
Test procedure  – Live ME

UI-CMD_DISP:TC2
Clear after delay

Initial conditions
PAGE-011 available locally on the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-011

Test requirements
The USAT Interpreter shall display the text of  PAGE-011

The text shall be cleared after delay.

Step
Direction
Message / action
Comments

1
User
Initiate test
UI shall render PAGE-011.bc 


UI(ME
Issue USAT-command: DISPLAY TEXT
Results in a text displayed

2
User
Verify displayed text on ME: Text of PAGE-011


3
User
Verify that the message is cleared after delay
ME with cleared display

C.3.3.11.2.2 
Test procedure  –  Simulated environment

UI-CMD_DISP:TC2
Clear after delay

Initial conditions
PAGE-011 available locally on the IUT

Conformance context
Resident – Simulated

Test documents
PAGE-011.xml

DISPALY-011xml

Test requirements
The USAT Interpreter shall generate a USAT command that matches DISPLAY-011.xml

The text shall be cleared after delay.

Step
Direction
Message / action
Comments

1
Test client
initiate test
UI shall start to render PAGE-011

2
UI(ME
Issue USAT-command: DISPLAY TEXT


3
Test client
Verify the contents of the generated USAT command.
DISPLAY-011.xml

C.3.3.11.3

UI-CMD_DISP:TC3

C.3.3.11.3.1

Test procedure – Live ME

n.a. 

C.3.3.11.3.2 
Test procedure –  Simulated environment

UI-CMD_DISP:TC3
DSC SMS-default packed

Initial conditions
PAGE-012 available locally on the IUT

Conformance context
Resident – Simulated

Test documents
PAGE-012.xml

DISPLAY-012.xml

Test requirements
The USAT Interpreter shall generate a USAT command that matches DISPLAY-012.xml

DISPLAY-010.xml indicates: DCS “packed”

Step
Direction
Message / action
Comments

1
Test client
Initiate test
UI shall start to render PAGE-012

2
UI(ME
Issue USAT-command: DISPLAY TEXT


3
Test client
Verify the contents of the generated USAT command.
DISPLAY-012.xml


