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C.3.3.2


Assign and Branch

C.3.3.2.1
UI-CMD_ABB:TC1

C.3.3.2.1.1
Test procedure – Live ME

UI-CMD_ABB:TC1
“Display, Assign and Branch”

Initial conditions
PAGE-001 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-001.xml

Test requirements
UI shall generate a SELECT ITEM command

UI shall assign value of Inline Value to destination variable

UI shall branch to the NU specified in the PAGE REFERENCE

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render PAGE-001

PAGE-001.xml

2
UI(ME
Issue USAT command : SELECT ITEM


3
User
Verify that the items “RED” and “BLUE” are displayed for selection


4
User
Input: Select item RED
UI shall :

assign the value RED-SELECTED to variable v1

branch to NU-RED

4
UI(ME
Issue USAT command :DISPLAY TEXT


5
User
Verify the displayed text “Text of NU-RED”


6
User
Clear the display on the ME


7
UI(ME
Issue USAT command :DISPLAY TEXT
The contents of variable v1 shall be displayed 

8
User
Verify that the text “RED SELECTED” is displayed.


C.3.3.3.1.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC1
“Display, Assign and Branch”

Initial conditions
PAGE-001 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-001.xml

SELECT-001.xml

TR-RED.xml

DISPLAY-RED-001.xml

DISPLAY-RED-002.xml

Test requirements
UI shall generate a SELECT ITEM command – verified against SELECT-001.xml

UI shall assign value “RED SELECTED” destination variable 

UI shall branch to the NU-RED

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-001 

PAGE-001.xml

2
UI(ME
Issue USAT command : SELECT ITEM


3
Test client
Verify that the USAT command SELECT ITEM against the test document SELECT-001.xml
SELECT-001.xml

4
Test client
Select item RED




5
ME ( UI
Receive Terminal response: identifier of the chosen item RED
TR-RED.xml




UI shall :

assign the value RED-SELECTED to variable v1

branch to NU-RED

6
UI(ME
Issue USAT command :DISPLAY TEXT
Rendering  NU-RED

7
Test client
Verify the generated USAT command DISPLAY TEXT against the test document DISPLAY-RED-001.xml
DISPLAY-RED-001.xml

8
Test client
Clear the display on the ME
UI shall continue and render the next UI-CMD in the NU-RED

9
UI(ME
Issue USAT command :DISPLAY TEXT
The contents of variable v1 shall be displayed 

10
Test client
Verify the generated USAT command DISPLAY TEXT against the test document DISPLAY-RED-002.xml
DISPLAY-RED-002.xml

C.3.3.2.2

UI-CMD_ABB:TC2

C.3.3.2.2.1

Test procedure – Live ME

UI-CMD_ABB:TC2
“Set Variable Selected”

Initial conditions
PAGE-002 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-002.xml

Test requirements
UI shall generate a SELECT ITEM command

UI shall assign value of Inline Value to destination variable

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render  PAGE-002 

PAGE-002.xml

2
UI(ME
Issue USAT command : SELECT ITEM
Rendering first UI-CMD Assign and Branch

Generate SELECT ITEM

3
User
Verify that the items “RED” and “BLUE” are displayed for selection


4
User
Select item BLUE
UI shall  assign the value BLUE-SELECTED to variable dv1

5
UI(ME
Issue USAT command :DISPLAY TEXT
Render UI-CMD DisplayText of dv1

6
User
Verify that the text “BLUE SELECTED” is displayed.


C.3.3.2.2.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC2
“Set Variable Selected”

Initial conditions
PAGE-002 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-002.xml

SELECT-001.xml

TR-BLUE.xml

DISPLAY-BLUE.xml

Test requirements
UI shall generate a SELECT ITEM command – verified against SELECT-001.xml

UI shall assign value “BLUE SELECTED” destination variable dv1

UI shall process next byte code.

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-002

PAGE.002-xml

2
UI(ME
Issue USAT command : SELECT ITEM


3
Test client
Verify that the USAT command SELECT ITEM against the test document SELECT-001.xml
SELECT-001.xml

4
Test client
Select item BLUE




5
ME ( UI
Receive Terminal response: identifier of the chosen item BLUE
TR-BLUE.xml




UI shall :

assign the value BLUE-SELECTED to variable dv1

render next byte code

6
UI(ME
Issue USAT command :DISPLAY TEXT
Rendering  next UI-CMD

7
Test client
Verify the generated USAT command DISPLAY TEXT against the test document DISPLAY-BLUE.xml
DISPLAY-BLUE.xml

C.3.3.2.3

UI-CMD_ABB:TC3

C.3.3.2.3.1

Test procedure – Live ME

UI-CMD_ABB:TC3
Go selected

Initial conditions
PAGE-003 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-003.xml

Test requirements
UI shall generate a SELECT ITEM command

UI shall branch to the NU specified in the PAGE REFERENCE

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render PAGE-003

PAGE-003.xml

2
UI(ME
Issue USAT command :SELECT ITEM
Generate SELECT ITEM

3
User
Verify that the items “RED” and “BLUE” are displayed for selection


4
User
Select item BLUE
UI shall now branch to NU-BLUE

4
UI(ME
Issue USAT command :DISPLAY TEXT
Render NU-BLUE

5
User
Verify the displayed text “Text of NU-BLUE”


C.3.3.2.3.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC3
“Go Selected”

Initial conditions
PAGE-003 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-003.xml

SELECT-001.xml

TR-BLUE.xml

DISPLAY-BLUE-002.xml

Test requirements
UI shall generate a SELECT ITEM command – verified against SELECT-001.xml

UI shall branch to  NU-BLUE 

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-003 

PAGE-003.xml

2
UI(ME
Issue USAT command : SELECT ITEM


3
Test client
Verify that the USAT command SELECT ITEM against the test document SELECT-001.xml
SELECT-001.xml

4
Test client
Select item BLUE




5
ME ( UI
Receive Terminal response: identifier of the chosen item BLUE
TR-BLUE.xml




UI shall branch to NU-BLUE

6
UI(ME
Issue USAT command :DISPLAY TEXT
Rendering  NU-BLUE

7
Test client
Verify the generated USAT command DISPLAY TEXT against the test document DISPLAY-BLUE-002.xml
DISPLAY-BLUE-002.xml

C.3.3.2.4

UI-CMD_ABB:TC4

C.3.3.2.4.1

Test procedure – Live ME

UI-CMD_ABB:TC4
“Display and Process next byte code”

Initial conditions
PAGE-004 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-004.xml

Test requirements
UI shall generate a SELECT ITEM command

UI shall render next byte code

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render  PAGE-004 

PAGE-004.xml

2
UI(ME
Issue USAT command : SELECT ITEM
Rendering first UI-CMD Assign and Branch

Generate SELECT ITEM

3
User
Verify that the items “RED” and “BLUE” are displayed for selection


4
User
Select item BLUE


5
UI(ME
Issue USAT command :DISPLAY TEXT
Render UI-CMD DisplayText 

6
User
Verify that the text “PAGE-004 second UI-CMD” is displayed.


C.3.3.2.4.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC4
“Display and Process next byte code”

Initial conditions
PAGE-004 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-004.xml

SELECT-001.xml

TR-BLUE.xml

DISPLAY-004.xml

Test requirements
UI shall generate a SELECT ITEM command – verified against SELECT-001.xml

UI shall process next byte code.

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-004

PAGE-004.xml

2
UI(ME
Issue USAT command : SELECT ITEM 


3
Test client
Verify that the USAT command SELECT ITEM against the test document SELECT-001.xml
SELECT-001.xml

4
Test client
Select item BLUE


5
ME ( UI
Receive Terminal response: identifier of the chosen item BLUE
TR-BLUE.xml




UI shall render next byte code

6
UI(ME
Issue USAT command :DISPLAY TEXT
Rendering  next UI-CMD

7
Test client
Verify the generated USAT command DISPLAY TEXT against the test document DISPLAY-004.xml
DISPLAY-004.xml

C.3.3.2.5

UI-CMD_ABB:TC5

C.3.3.2.5.1

Test procedure – Live ME

UI-CMD_ABB:TC5
Assign and branch

Initial conditions
PAGE-005 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-005.xml

Test requirements
UI shall assign the inline value TLV to the destination variable.

UI shall branch to the NU specified in the Page reference TLV

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render PAGE-005

PAGE-005.xml




UI shall assign the value “PAGE-005” to the dv1 variable.

UI shall branch to NU-02 

2
UI(ME
Issue USAT command : DISPLAY TEXT
The value of dv1 shall be displayed

3
User
Verify the displayed text “PAGE-005”


C.3.3.2.5.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC5
Assign and branch

Initial conditions
PAGE-005 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-005.xml

DISPLAY-005.xml

Test requirements
UI shall assign the inline value TLV to the destination variable.

UI shall branch to the NU specified in the Page reference TLV

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-005 

PAGE-005.xml




UI shall assign the value “PAGE-005” to the dv1 variable.

UI shall branch to NU-02

2
UI(ME
Issue USAT command :DISPLAY TEXT


3
Test client
Verify that the USAT command DISPLAY TEXT against the test document DISPLAY-005.xml
DISPLAY-005.xml

C.3.3.2.6

UI-CMD_ABB:TC6

C.3.3.2.6.1

Test procedure – Live ME

UI-CMD_ABB:TC6
Set variable

Initial conditions
PAGE-006 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-006.xml

Test requirements
UI shall assign the inline value TLV to the destination variable.

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render PAGE-006

PAGE-006.xml




UI shall assign the value “PAGE-006” to the dv1 variable.

UI shall display the value of dv1 for verification 

2
UI(ME
Issue USAT command : DISPLAY TEXT
The value of dv1 shall be displayed

3
User
Verify the displayed text “PAGE-006”


C.3.3.2.6.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC6
Set variable

Initial conditions
PAGE-006 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-006.xml

DISPLAY-006.xml

Test requirements
UI shall assign the inline value TLV to the destination variable.

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-006 

PAGE-006.xml




UI shall assign the value “PAGE-006” to the dv1 variable.

2
UI(ME
Issue USAT command :DISPLAY TEXT


3
Test client
Verify that the USAT command DISPLAY TEXT against the test document DISPLAY-006.xml
DISPLAY-006.xml

C.3.3.2.7 

UI-CMD_ABB:TC 7
C.3.3.2.7.1
Test procedure - Live ME

UI-CMD_ABB:TC7
Direct Go

Initial conditions
IUT is put into a live ME supporting USAT.

UI active in idle state

PAGE-007 available locally in the IUT

Test documents
PAGE-007.xml

Test requirements
 UI shall branch to he NU specified in the Page reference TLV

Step
Direction
Message / action
Comments

1
User 
Initiate
UI shall start to render PAGE-007.

PAGE-007.xml

2
UI(ME
Issue USAT command: DISPLAY TEXT


3
User
Verify displayed text on the ME
text = “Text of NU-02”

C.3.3.2.7.2 
Test procedure –  Simulated environment

UI-CMD_ABB:TC7
Direct Go

Initial conditions
IUT is put into a live ME supporting USAT.

UI active in idle state

PAGE-007 available locally in the IUT 

Conformance context
Resident – Simulated environment

Test documents
PAGE-007.xml

DISPLAY-007.xml

Test requirements
UI shall branch to he NU specified in the Page reference TLV

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render PAGE-007

3
UI ( ME
Issue USAT-command: DISPLAY TEXT


4
Test client
Verify that the USAT command DISPLAY TEXT against the test document DISPLAY-007.xml
DISPLAY-007.xml

C.3.3.2.8

UI-CMD_ABB:TC8

C.3.3.2.8.1

Test procedure – Live ME

UI-CMD_ABB:TC8
No response from user

Initial conditions
PAGE-003 available locally in the IUT

Conformance context
Resident – Live ME

Test documents
PAGE-003.xml

Test requirements
UI shall generate a SELECT ITEM command. There shall be no response from the user.

UI shall exit

Step
Direction
Message / action
Comments

1
User
Initiate 
UI shall start to render PAGE-003

PAGE-003.xml

2
UI(ME
Issue USAT command :SELECT ITEM
Generate SELECT ITEM

3
User
Do NOT respond


4
User
Verify that the UI exits.


C.3.3.2.8.2 
Test procedure  –  Simulated environment

UI-CMD_ABB:TC8
No response from user

Initial conditions
PAGE-003 available locally in the IUT

Conformance context
Resident –  Simulated

Test documents
PAGE-003.xml

TR-008

Test requirements
UI shall generate a SELECT ITEM command. There shall be no response from the user.

UI shall exit

Step
Direction
Message / action
Comments

1
Test client
Initiate 
UI shall start to render  PAGE-003 

PAGE-003.xml

2
UI(ME
Issue USAT command : SELECT ITEM


3
Test client
Simulate a “No response from user” terminal response




4
ME ( UI
Receive Terminal response: No response from user
TR-008.xml

5
Test client
Verify  “Quit USAT Interpreter” is executed


