· Expected Sequence 3.1 (SEND SHORT MESSAGE, basic icon self-explanatory, packing not required, 8-bit data)

Step
Direction
MESSAGE / Action
Comments

1
SIM ( ME
PROACTIVE COMMAND PENDING: SEND SHORT MESSAGE 3.1.1


2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND : SEND SHORT MESSAGE 3.1.1
[packing not required, 8-bit data]

4
ME ( USER
Display BASIC-ICON
[basic icon self-explanatory]

5
ME ( SS
Send SMS-PP “Test Message ”


6
SS ( ME
SMS RP-ACK


7
ME ( SIM
TERMINAL RESPONSE : SEND SHORT MESSAGE 3.1.1a

OR

TERMINAL RESPONSE : SEND SHORT MESSAGE 3.1.1b 


[Command performed successfully]
[Command performed successfully, but requested icon could not be displayed]

PROACTIVE COMMAND : SEND SHORT MESSAGE 3.1.1

Logically:


Command details



Command number:
1



Command type:
SEND SHORT MESSAGE



Command qualifier:
packing not required


Device identities



Source device:
SIM



Destination device:
Network



Address



TON:

International number



NPI:

“ISDN / telephone numbering plan”



Dialling number string
"112233445566778"


SMS TPDU



TP-MTI
SMS-SUBMIT



TP-RD

Instruct the SC to accept an SMS-SUBMIT for a SM



TP-VPF
TP-VP field not present



TP-RP

TP-Reply-Path is not set in this SMS-SUBMIT



TP-UDHI
The TP-UD field contains only the short message



TP-SRR
A status report is not requested



TP-MR
"00"



TP-DA




TON
International number




NPI
“ISDN / telephone numbering plan”





Address value
"012345678"



TP-PID
Short message type 0



TP-DCS




Message coding
8bit-data




Message class
class 0



TP-UDL
12



TP-UD
"Test Message "


Icon Identifier



Icon Qualifier
self-explanatory



Icon Identifier
1 (number of record in EF IMG)

Coding:

BER-TLV:
D0
32
81
03
01
13
00
82
02
81
83
86


09
91
11
22
33
44
55
66
77
F8 
8B
18


01
00
09
91
10
32
54
76
F4
40
F4
=C


54
65
73
74
20
4D
65
73
73
61
67
65


9E
02
00
01























SMS-PP (SEND SHORT MESSAGE) Message 3.1

Logically:


SMS TPDU



TP-MTI
SMS-SUBMIT



TP-RD

Instruct the SC to accept an SMS-SUBMIT for a SM



TP-VPF
TP-VP field not present



TP-RP

TP-Reply-Path is not set in this SMS-SUBMIT



TP-UDHI
The TP-UD field contains only the short message



TP-SRR
A status report is not requested



TP-MR
"00"



TP-DA




TON
International number




NPI
“ISDN / telephone numbering plan”





Address value
"012345678"



TP-PID
Short message type 0



TP-DCS




Message coding
8-bit data




Message class
class 0



TP-UDL
12



TP-UD
"Test Message"

Coding:
01
00
09
91
10
32
54
76
F8
40
F4
0C


54
65
73
74
20
4D
65
73
73
61
67
65

TERMINAL RESPONSE : SEND SHORT MESSAGE 3.1.1a
Logically:


Command details



Command number:
1



Command type:
SEND SHORT MESSAGE



Command qualifier:
packing not required


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
13
00
82
02
82
81
83
01
00

TERMINAL RESPONSE : SEND SHORT MESSAGE 3.1.1b

Logically:


Command details



Command number:
1



Command type:
SEND SHORT MESSAGE



Command qualifier:
packing not required


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:

Command performed successfully, but requested icon could not be displayed;

Coding:

BER-TLV:
81
03
01
13
00
82
02
82
81
83
01
04

