· Expected Sequence 2.1 (SEND DTMF, BASIC ICON) 

Some details of the DTMF protocol have been left out for clarity.

Step
Direction
MESSAGE / Action
Comments

1
SIM ( ME
PROACTIVE COMMAND PENDING: SEND DTMF 2.1.1


2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND : SEND DTMF 2.1.1
[BASIC-ICON, self-explanatory]

4
ME ( USER
Display the BASIC-ICON

Do not locally generate audible DTMF tones and play them to the user.


5
ME ( SS
Start DTMF 1.1
["1"]

6
ME

No DTMF sending for 3 seconds +/-20%

7
ME ( SS
Start DTMF 1.2 
["2"]

8
ME ( SIM
TERMINAL RESPONSE : SEND DTMF 2.1.1A

Or

TERMINAL RESPONSE : SEND DTMF 2.1.1B
[Command performed successfully]
Or

[Command performed successfully, but requested icon could not be displayed]

9
SIM ( ME
PROACTIVE SIM SESSION ENDED


PROACTIVE COMMAND : SEND DTMF 2.1.1

Logically:


Command details



Command number:
1



Command type:
SEND DTMF



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
Network


DTMF String:
"1" pause "2"



Icon qualifier:
icon is self-explanatory



Icon Identifier:
record 1 in EF(IMG)

Coding:

BER-TLV:
D0
11
81
03
01
14
00
82
02
81
83
AC


02
C1
F2
9E
02
00
01






DTMF Request 2.1.1

Logically:


DTMF String:

$DTMF_2.1$ = “C1 F2” (given as example)
TERMINAL RESPONSE : SEND DTMF 2.1.1A

Logically:


Command details



Command number:
1



Command type:
SEND DTMF



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
14
00
82
02
82
81
83
01
00

TERMINAL RESPONSE : SEND DTMF 2.1.1B

Logically:


Command details



Command number:
1



Command type:
SEND DTMF



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully, but requested icon could not be displayed.

Coding:

BER-TLV:
81
03
01
14
00
82
02
82
81
83
01
04

· Expected Sequence 2.2 (SEND DTMF, COLOUR-ICON)
Some details of the DTMF protocol have been left out for clarity.

Step
Direction
MESSAGE / Action
Comments

1
SIM ( ME
PROACTIVE COMMAND PENDING: SEND DTMF 2.2.1


2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND : SEND DTMF 2.2.1
[COLOUR-ICON]

4
ME ( USER
Display the COLOUR-ICON 

Do not locally generate audible DTMF tones and play them to the user.


5
ME ( SS
Start DTMF 1.1
["1"]

6
ME

No DTMF sending for 3 seconds +/-20%

7
ME ( SS
Start DTMF 1.2 
["2"]

8
ME ( SIM
TERMINAL RESPONSE : SEND DTMF 2.2.1A

Or

TERMINAL RESPONSE : SEND DTMF 2.2.1B
[Command performed successfully]
Or

[Command performed successfully, but requested icon could not be displayed]

9
SIM ( ME
PROACTIVE SIM SESSION ENDED


PROACTIVE COMMAND : SEND DTMF 2.2.1

Logically:


Command details



Command number:
1



Command type:
SEND DTMF



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
Network


DTMF String:
"1" pause "2"


Icon Identifier:



Icon qualifier:
icon is self-explanatory



Icon Identifier:
record 2 in EF(IMG)
Coding:

BER-TLV:
D0
11
81
03
01
14
00
82
02
81
83
AC


02
C1
F2
9E
02
00
02






TERMINAL RESPONSE : SEND DTMF 2.2.1A

Logically:


Command details



Command number:
1



Command type:
SEND DTMF



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
14
00
82
02
82
81
83
01
00

TERMINAL RESPONSE : SEND DTMF 2.2.1B

Logically:


Command details



Command number:
1



Command type:
SEND DTMF



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully, but requested icon could not be displayed.

Coding:

BER-TLV:
81
03
01
14
00
82
02
82
81
83
01
04

