27.22.4.9.1
SELECT ITEM (UCS2 support/not support)

27.22.4.9.1.1
Definition and applicability

This test is only applicable to ME's that support the SELECT ITEM proactive SIM facility and support or not USC2 coding format facility.

The SELECT ITEM proactive SIM command shall supply a set of items from which the user may choose one. Each item comprises a short identifier (used to indicate the selection) and a text string. The SIM must include an alpha identifier. The alpha identifier is intended to act as a title for the list of items.

The alpha identifier included by the SIM shall be used by the ME as the title for the list of items.

27.22.4.9.1.2 Conformance Requirement

The ME shall support the Proactive SIM: Select Item facility as defined in the following technical specifications: 

TS GSM 11.14 [15] clause 5 (Profile Download), 6.4.9 (Proactive SIM commands and procedures, SELECT ITEM), 6.6.8 (Structure of proactive SIM commands, SELECT ITEM), 6.8 (Structure of TERMINAL RESPONSE), 12.6 (Command details), 13.4 (Type of Command and Next Action Indicator), 14 (Allowed Type of command and Device identity combinations).

The ME shall support or not the UCS2 facility as defined in the following technical specifications:

ISO/IEC 10646 [17].

27.22.4.9.1.3
Test Purpose

To verify that the ME returns a TERMINAL RESPONSE in all cases :

· with a result “ Command performed successfully” in case of supporting UCS2 coding format facility.

· with an allowed result error (value depending of ME implementation but shall be correct regarding the “Proactive commands versus possible Terminal response” matrix : TS GSM 11.14 [15] clause 6.11; this value may be significant according to this error as “Command beyond MEs capabilities”) in case of non supporting UCS2 coding format facility.

The two cases are described in two exclusive expected sequences (depending of ME capabilities).

27.22.4.9.1.4
Method of Test

27.22.4.9.1.4.1
Initial Conditions

The ME is connected to the SIM Simulator.

The elementary files are coded as Toolkit default.

Prior to this test the ME shall have been powered on and performed the PROFILE DOWNLOAD procedure.

27.22.4.9.1.4.2
Procedure

Expected Sequence 1.1 (SELECT ITEM, UCS2 support)

Step
Direction
MESSAGE / Action
Comments

1
SIM ( ME
PROACTIVE COMMAND PENDING: SELECT ITEM 1.1.1


2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND: SELECT ITEM 1.1.1


4
ME ( USER
Display items of "Item 1", "Item 2", "Item 3" and "Item 4" under the header of " ЗДРАВСТВУЙТЕ ".
[“Hello” in Russian]

5
USER ( ME
Select "Item 2".


6
ME ( SIM
TERMINAL RESPONSE: SELECT ITEM 1.1.1
Command performed successfully

7
SIM ( ME
PROACTIVE SIM SESSION ENDED


PROACTIVE COMMAND : SELECT ITEM 1.1.1

Logically:


Command details



Command number:
1



Command type:
SELECT ITEM



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier



Data coding scheme:
UCS2 (16bit) 



Text:

“ЗДРАВСТВУЙТЕ”


Item



Identifier of item:
1



Text string of item:
"Item 1"


Item



Identifier of item:
2



Text string of item:
"Item 2"


Item



Identifier of item:
3



Text string of item:
"Item 3"


Item



Identifier of item:
4



Text string of item:
"Item 4"

Coding:

BER-TLV:
D0
48
81
03
01
24
00
82
02
81
82
85


19
80
04
17
04
14
04
20
04
10
04
12


04
21
04
22
04
12
04
23
04
19
04
22


04
15
8F
07
01
49
74
65
6D
20
31
8F


07
02
49
74
65
6D
20
32
8F
07
03
49


74
65
6D
20
33
8F
07
04
49
74
65
6D


20
34











TERMINAL RESPONSE : SELECT ITEM 1.1.1

Logically:


Command details



Command number:
1



Command type:
SELECT ITEM



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully


Item identifier



Identifier of item chosen:
02 

Coding:

BER-TLV:
81
03
01
24
00
82
02
82
81
83
01
00


90
01
02










Expected Sequence 1.2 (SELECT ITEM, UCS2 not supported)

Step
Direction
MESSAGE / Action
Comments

1
SIM ( ME
PROACTIVE COMMAND PENDING: SELECT ITEM 1.2.1


2
ME ( SIM
FETCH


3
SIM ( ME
PROACTIVE COMMAND: SELECT ITEM 1.2.1


4
ME ( USER
No Display


5
ME ( SIM
TERMINAL RESPONSE: SELECT ITEM 1.2.1
General status error

(≠ Command performed successfully)

6
SIM ( ME
PROACTIVE SIM SESSION ENDED


PROACTIVE COMMAND : SELECT ITEM 1.2.1

Logically:


Command details



Command number:
1



Command type:
SELECT ITEM



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
ME


Alpha Identifier



Data coding scheme:
UCS2 (16bit) 



Text:

“ЗДРАВСТВУЙТЕ”


Item



Identifier of item:
1



Text string of item:
"Item 1"


Item



Identifier of item:
2



Text string of item:
"Item 2"


Item



Identifier of item:
3



Text string of item:
"Item 3"


Item



Identifier of item:
4



Text string of item:
"Item 4"

Coding:

BER-TLV:
D0
48
81
03
01
24
00
82
02
81
82
85


19
80
04
17
04
14
04
20
04
10
04
12


04
21
04
22
04
12
04
23
04
19
04
22


04
15
8F
07
01
49
74
65
6D
20
31
8F


07
02
49
74
65
6D
20
32
8F
07
03
49


74
65
6D
20
33
8F
07
04
49
74
65
6D


20
34











TERMINAL RESPONSE : SELECT ITEM 1.2.1

Logically:


Command details



Command number:
1



Command type:
SELECT ITEM



Command qualifier:
“00”


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
General status error (≠ Command performed successfully)


Item identifier
<none>

Coding:

BER-TLV:
81
03
01
24
00
82
02
82
81
83
01
xx


xx = General status error value (≠ 0x00, may be 0x30)
27.22.4.9.1.5
Test Requirement

The ME shall operate in the manner defined in expected sequences 1 or 2 (SELECT ITEM, support/not support).

