27.22.7 EVENT DOWNLOAD

27.22.7.1
MT Call Event

27.22.7.1.1
MT Call Event (normal)

27.22.7.1.1.1
Definition and applicability

This test is only applicable to ME’s that support the EVENT: MT Call event driven information.

27.22.7.1.1.2
Conformance requirement

The ME shall support the EVENT: MT Call event as defined in the following technical specifications:

TS GSM 11.14 [15] clause 4.7, 5.2 (Terminal Profile), 6.4.16, 6.8 (Terminal Response), 11, 11.1, 12.25

27.22.7.1.1.3
Test Purpose

To verify that the ME informs the SIM the an Event: MT Call has occurred using the ENVELOPE (EVENT DOWNLOAD – MT Call) command.

27.22.7.1.1.4
Method of test

27.22.7.1.1.4.1
Initial Conditions

The ME is connected to the SIM Simulator and the System Simulator.

The ME shall be powered on and perform the PROFILE DOWNLOAD procedure.

27.22.7.1.1.4.2
Procedure

Expected Sequence 1.1 ( MT Call event)

Step
Direction
Message / Action
Behaviour

1
SIM -> ME
PROACTIVE COMMAND PENDING


2
ME -> SIM
FETCH


3
SIM -> ME
PROACTIVE COMMAND: SET UP EVENT LIST 1.1.1


4
ME -> SIM
TERMINAL RESPONSE: SET UP EVENT LIST 1.1.1







5
SS -> ME
CALL SET UP without CLI
[MT Call Set Up Without CLI]

6
ME -> SIM
ENVELOPE: EVENT DOWNLOAD – MT Call 1.1.1


7
SS -> ME
CALL DISCONNECT 







8
SS -> ME
CALL SET UP with CLI
[MT Call Set Up With CLI]

9
ME -> SIM
ENVELOPE: EVENT DOWNLOAD – MT Call 1.1.2


10
SS -> ME
CALL DISCONNECT 



























11
SS -> ME
CALL SET UP with CLI and sub-address
[MT Call Set Up with CLI and sub-address]

12
ME -> SIM
ENVELOPE: EVENT DOWNLOAD – MT Call 1.1.3


13
SS -> ME
CALL DISCONNECT 







PROACTIVE COMMAND : SET UP EVENT LIST 1.1.1

Logically:


Command details



Command number:
1



Command type:
SET UP EVENT LIST



Command qualifier:
‘00’


Device identities



Source device:
SIM



Destination device:
ME


Event List




Event 1:
MT call

Coding:

BER-TLV:
D0
0C
81
03
01
05
00
82
02
81
82
99


01
00











TERMINAL RESPONSE : SET UP EVENT LIST 1.1.1

Logically:


Command details



Command number:
1



Command type:
SET UP EVENT LIST



Command qualifier:
‘00’


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

BER-TLV:
81
03
01
05
00
82
02
82
81
83
01
00

EVENT DOWNLOAD – MT CALL 1.1.1

Logically:


Event List : 
MT call event


Device identities



Source device:
Network



Destination device:
SIM


Transaction identifier :



Ti value :
0 (bit 5-7)



Ti flag :
0 (bit 8)

Coding:

BER-TLV:
D6
0A
19
01
00
82
02
83
81
1C
01
00

EVENT DOWNLOAD – MT CALL 1.1.2

Logically:


Event List : 
MT call event


Device identities



Source device:
Network



Destination device:
SIM


Transaction identifier :



Ti value :
0 (bit 5-7)



Ti flag :
0 (bit 8)


Address :




TON
Unknown




NPI
ISDN / telephone numbering plan




Dialling number string
"9876"

Coding:

BER-TLV:
D6
0F
19
01
00
82
02
83
81
1C
01
00


86
03
90
89
67




















































EVENT DOWNLOAD – MT CALL 1.1.3
Logically:


Event List : 
MT call event


Device identities



Source device:
Network



Destination device:
SIM


Transaction identifier :



Ti value :
0 (bit 5-7)



Ti flag :
0 (bit 8)


Address :




TON
Unknown




NPI
ISDN / telephone numbering plan




Dialling number string
"9876”


Called party subaddress



Type of subaddress:
NSAP (X.213 / ISO 8348 AD2)



Odd / even indicator:
even number of address signals



Subaddress information:
AFI, 95, 95, 95, 95, 95

:

Coding:

BER-TLV:
D6
19
19
01
00
82
02
83
81
1C
01
00


86
03
91
89
67
88
88
07
80
50
95
95


95
95
95










27.22.7.1.1.5
Test Requirement

The behaviour of the test is as defined in ‘Expected Sequence 1.1’.

