Expected Sequence 1.10 (CALL CONTROL BY SIM , set up call through call register, the SIM responds with ’90 00’) 

Pre-condition : the ME has a mean to register the last dialed number(s), and the ME will store dialled numbers allowed by call control in its register.
	Step
	Direction
	Message / Action
	Comments

	1
	User -> ME
	Set up a call to "+01234567890123456789”
	

	2
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.1.1
	

	3
	SIM -> ME
	90 00
	

	4
	ME
	The ME sets up the call without modification
	[Set up call to "+01234567890123456789”

	5
	USER -> ME
	End Call.
	

	6
	USER -> ME
	 Recall the last dialled number
	

	7
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.1.1
	

	8
	SIM -> ME
	90 00
	

	9
	ME
	The ME sets up the call without modification
	[Set up call to "+01234567890123456789”

	10
	USER -> ME
	End Call.
	


Expected Sequence 1.11 (CALL CONTROL BY SIM , set up call through call register, allowed without modification) 

Pre-condition : the ME has a mean to register the last dialed number(s), and the ME will store dialled numbers allowed by call control in its register.
	Step
	Direction
	Message / Action
	Comments

	1
	User -> ME
	Set up a call to “+01234567890123456789”
	

	2
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.2.1
	

	3
	SIM -> ME
	9F 02
	

	4
	ME -> SIM
	GET RESPONSE


	

	5
	SIM -> ME
	CALL CONTROL RESULT 1.2.1
	[Call control result : “Allowed, no modification”]

	6
	ME
	The ME sets up the call without modification
	[Set up call to “+01234567890123456789”

	7
	User -> ME
	End the call then call the last dialled number
	

	8
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.2.1
	

	9
	SIM -> ME
	9F 02
	[Call control result : “Allowed, no modification”]

	10
	ME -> SIM
	GET RESPONSE


	[Set up call to “+01234567890123456789”

	11
	SIM -> ME
	CALL CONTROL RESULT 1.2.1
	


Expected Sequence 1.12 (CALL CONTROL BY SIM , set up call through call register, not allowed) 

Pre-condition : the ME has a mean to register the last dialed number(s), and the ME will store dialled numbers not allowed by call control in its register.

	Step
	Direction
	Message / Action
	Comments

	1
	User -> ME
	Set up a call to "+01234567890123456789”
	

	2
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.4.1
	

	3
	SIM -> ME
	9F 02
	

	4
	ME -> SIM
	GET RESPONSE


	

	5
	SIM -> ME
	CALL CONTROL RESULT 1.4.1
	[Call control result : “not Allowed”]

	6
	ME
	The ME does not set up the call 
	

	7
	User -> ME
	The user calls the last dialled number
	

	8
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.4.1
	

	9
	SIM -> ME
	9F 02
	

	10
	ME -> SIM
	GET RESPONSE


	

	11
	SIM -> ME
	CALL CONTROL RESULT 1.4.1
	[Call control result : “not Allowed”]

	12
	ME
	The ME does not set up the call 
	


Expected Sequence 1.13 (CALL CONTROL BY SIM , set up call through call register, allowed with modifications) 

Pre-condition : the ME has a mean to register the last dialed number(s), and the ME will store dialled numbers allowed with modification in its register.

	Step
	Direction
	Message / Action
	Comments

	1
	User -> ME
	Set up a call to "+01234567890123456789”
	

	2
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.6.1
	

	3
	SIM -> ME
	9F 07
	

	4
	ME -> SIM
	GET RESPONSE


	

	5
	SIM -> ME
	CALL CONTROL RESULT 1.6.1
	[Call control result : “Allowed with modifications”, ]

	6
	ME
	The ME sets up the call to "+010203”
	

	7
	User -> ME
	Set up a call to "+01234567890123456789”
	

	8
	ME -> SIM
	ENVELOPE  CALL CONTROL 1.6.1
	

	9
	SIM -> ME
	9F 07
	

	10
	ME -> SIM
	GET RESPONSE


	

	11
	SIM -> ME
	CALL CONTROL RESULT 1.6.1
	[Call control result : “Allowed with modifications”, ]

	12
	ME
	The ME sets up the call to "+010203”
	


