Expected Sequence 1.6 (REFRESH, SIM Initialisation after SMS-PP data download)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	ME
	The ME shall be in its normal idle mode
	[Start a sequence to verify that the ME returns the RP-ACK message back to the system Simulator, if the SIM responds with '90 00']

	2
	SS ( ME
	SMS-PP Data Download Message 1.6.1
	

	3
	ME ( USER
	The ME shall not display the message or alert the user of a short message waiting 
	

	4
	ME ( SIM
	ENVELOPE: SMS-PP DOWNLOAD 1.6.1
	

	5
	SIM ( ME
	PROACTIVE COMMAND PENDING: REFRESH 1.1.1
	

	6
	ME -> SS
	RP-ACK 
	

	7
	ME ( SIM
	FETCH
	

	8
	SIM ( ME
	PROACTIVE COMMAND: REFRESH 1.1.1
	

	9
	SIM
	Invalidate EF IMSI, EF LOCI and EF ADN
	[Restricted dialling feature is enabled]

	10
	ME ( SIM
	SIM Initialisation
	[ME performs SIM initialisation]

	11
	ME ( SIM
	TERMINAL RESPONSE: REFRESH 1.1.1A

Or

TERMINAL RESPONSE: REFRESH 1.1.1B
	

	12
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	13
	USER ( ME
	Call setup to “321”
	

	14
	ME ( USER
	Call set up not allowed
	

	15
	USER ( ME
	Call setup to “123”
	

	16
	ME ( SS
	Setup
	Called party BCD number shall be “123”


SMS-PP (Data Download) Message 1.6.1

Logically:


SMS TPDU



TP-MTI
SMS-DELIVER



TP-MMS
No more messages waiting for the MS in this SC



TP-RP

TP-Reply-Path is not set in this SMS-DELIVER



TP-UDHI
TP-UD field contains only the short message



TP-SRI
A status report will not be returned to the SME



TP-OA




TON
International number




NPI
“ISDN / telephone numbering plan”




Address value
"1234"



TP-PID
SIM Data download



TP-DCS




Coding Group
General Data Coding




Compression
Text is uncompressed




Message Class
Class 2 SIM Specific Message




Alphabet
Default Alphabet



TP-SCTS:
01/01/98 00:00:00 +0



TP-UDL
13



TP-UD
"Short Message"

Coding:

	BER-TLV
	04
	03
	91
	21
	43
	7F
	12
	89
	10
	10
	00
	00

	
	00
	00
	0D
	53
	F4
	5B
	4E
	07
	35
	CB
	F3
	79

	
	F8
	5C
	06
	
	
	
	
	
	
	
	
	


ENVELOPE: SMS-PP DOWNLOAD 1.6.1

Logically:


SMS-PP Download



Device identities




Source device:
Network




Destination device:
SIM



Address




TON
International number




NPI
“ISDN / telephone numbering plan”




Dialling number string
"112233445566778"



SMS TPDU




TP-MTI
SMS-DELIVER




TP-MMS
No more messages waiting for the MS in this SC




TP-RP
TP-Reply-Path is not set in this SMS-DELIVER




TP-UDHI
TP-UD field contains only the short message




TP-SRI
A status report will not be returned to the SME




TP-OA





TON
International number





NPI
“ISDN / telephone numbering plan”





Address value
"1234"




TP-PID
SIM Data download




TP-DCS





Coding Group
General Data Coding





Compression
Text is uncompressed





Message Class
Class 2 SIM Specific Message





Alphabet
Default Alphabet




TP-SCTS:
01/01/98 00:00:00 +0




TP-UDL
13




TP-UD
"Short Message"

Coding:

	BER-TLV:
	D1
	2C
	82
	02
	83
	81
	06
	09
	91
	11
	22
	33

	
	44
	55
	66
	77
	F8
	8B
	1B
	04
	04
	91
	21
	43

	
	7F
	12
	89
	10
	10
	00
	00
	00
	00
	0D
	53
	F4

	
	5B
	4E
	07
	35
	CB
	F3
	79
	F8
	5C
	06
	
	


