Expected Sequence 1.10 (GET INPUT, null length for the text string, successful)

	Step
	Direction
	MESSAGE / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: GET INPUT 1.1.10
	

	2
	ME ( SIM
	FETCH
	

	3
	SIM ( ME
	PROACTIVE COMMAND : GET INPUT 1.1.10
	[digits only, SMS default alphabet, ME to echo text, packing not required, no help info available]

	4
	ME ( USER
	Request for input
	Range of expected length is 0-5

Null Text string

	5
	USER ( ME
	Enter the input “12345” and completion
	

	6
	ME ( SIM
	TERMINAL RESPONSE : GET INPUT 1.1.10
	[command performed successfully]

	
	
	
	


PROACTIVE COMMAND : GET INPUT 1.1.10

Logically:


Command details



Command number:
1



Command type:
GET INPUT



Command qualifier:
digits (0-9, *, # and +) only, SMS default alphabet, input in unpacked format, ME to echo text, no help information available


Device identities



Source device:
SIM



Destination device:
ME


Text string



Text:

length null (00).


Response length



Minimum length:
1



Maximum length:
5

Coding:

	BER-TLV:
	D0
	0F
	81
	03
	01
	23
	00
	82
	02
	81
	82
	8D

	
	00
	91
	02
	01
	05
	
	
	
	
	
	
	


TERMINAL RESPONSE : GET INPUT 1.1.10

Logically:


Command details



Command number:
1



Command type:
GET INPUT



Command qualifier:
digits (0-9, *, # and +) only, SMS default alphabet, input in unpacked format, ME to echo text, no help information available


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Text string




Data coding scheme:
unpacked, 8 bit data




Text:

”12345”

Coding:

	BER-TLV:
	81
	03
	01
	23
	80
	82
	02
	82
	81
	83
	01
	00

	
	8D
	06
	04
	31
	32
	33
	34
	35
	
	
	
	


