Expected Sequence 1.8 (SET UP IDLE MODE TEXT, display idle mode text followed by a display text)

	Step
	Direction
	Message / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	With the event Idle Screen available

	2
	ME ( SIM
	TERMINAL RESPONSE : SET UP EVENT LIST 1.1.1
	[Command performed successfully]

	3
	USER  ( ME
	Wait for the mobile returns to idle mode.

Select idle screen
	

	4
	ME ( SIM
	ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1.1
	

	5
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1.2
	[Idle Mode Text]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SET UP IDLE MODE TEXT 1.1.2
	

	8
	ME ( USER
	Display “Idle Mode Text”
	

	9
	ME ( SIM
	TERMINAL RESPONSE : SET UP IDLE MODE TEXT 1.1.2
	[Command performed successfully]

	10
	SIM ( ME
	PROACTIVE COMMAND PENDING: DISPLAY TEXT 1.8.1
	

	11
	ME ( SIM
	FETCH
	

	12
	SIM ( ME
	PROACTIVE COMMAND : DISPLAY TEXT 1.8.1
	[Normal priority, wait for user to clear message, unpacked, 8 bit data]

	13
	ME ( USER
	Display “ Toolkit Test 1”
	

	14
	USER ( ME
	Clear Message
	

	15
	ME ( SIM
	TERMINAL RESPONSE : DISPLAY TEXT 1.8.1
	[Command performed successfully]

	16
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	17
	ME ( USER
	Display “Idle Mode Text”
	


PROACTIVE COMMAND : DISPLAY TEXT 1.8.1

Logically:


Command details



Command number:
1



Command type:
DISPLAY TEXT



Command qualifier:
normal priority, wait for user to clear message


Device identities



Source device:
SIM



Destination device:
Display


Text String



Data coding scheme:
unpacked, 8 bit data



Text:

"Toolkit Test 1"

Coding:

	BER-TLV:
	D0
	1A
	81
	03
	01
	21
	80
	82
	02
	81
	02
	8D

	
	0F
	04
	54
	6F
	6F
	6C
	6B
	69
	74
	20
	54
	65

	
	73
	74
	20
	31
	
	
	
	
	
	
	
	


TERMINAL RESPONSE : DISPLAY TEXT 1.8.1

Logically:


Command details



Command number:
1



Command type:
DISPLAY TEXT



Command qualifier:
normal priority, wait for user to clear message


Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	21
	80
	82
	02
	82
	81
	83
	01
	00


Expected Sequence 1.9 (SET UP IDLE MODE TEXT, display idle mode text followed by a play tone command)

	Step
	Direction
	Message / Action
	Comments

	1
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP EVENT LIST 1.1.1
	With the event Idle Screen available

	2
	ME ( SIM
	TERMINAL RESPONSE : SET UP EVENT LIST 1.1.1
	[Command performed successfully]

	3
	USER  ( ME
	Wait for the mobile returns to idle mode.

Select idle screen
	

	4
	ME ( SIM
	ENVELOPE: EVENT DOWNLOAD IDLE SCREEN AVAILABLE 1.1.1
	

	5
	SIM ( ME
	PROACTIVE COMMAND PENDING: SET UP IDLE MODE TEXT 1.1.2
	[Idle Mode Text]

	6
	ME ( SIM
	FETCH
	

	7
	SIM ( ME
	PROACTIVE COMMAND : SET UP IDLE MODE TEXT 1.1.2
	

	8
	ME ( USER
	Display “Idle Mode Text”
	

	9
	ME ( SIM
	TERMINAL RESPONSE : SET UP IDLE MODE TEXT 1.1.2
	[Command performed successfully]

	10
	SIM ( ME
	PROACTIVE COMMAND PENDING: PLAY TONE 1.9.1
	

	11
	ME ( SIM
	FETCH
	

	12
	SIM ( ME
	PROACTIVE COMMAND : PLAY TONE 1.9.1
	

	13
	ME ( USER
	Display “Dial Tone”

Play a standard supervisory dial tone through the external ringer for a duration of 5 seconds
	

	14
	ME ( SIM
	TERMINAL RESPONSE : PLAY TONE 1.9.1
	[Command performed successfully]

	15
	SIM ( ME
	PROACTIVE SIM SESSION ENDED
	

	16
	ME ( USER
	Display “Idle Mode Text”
	


PROACTIVE COMMAND : PLAY TONE 1.9.1

Logically:


Command details



Command number:
1



Command type:
PLAY TONE



Command qualifier:
"00"


Device identities



Source device:
SIM



Destination device:
Earpiece


Alpha identifier:
"Dial Tone"


Tone:


Standard supervisory tones: dial tone


Duration



Time unit:
Seconds



Time interval:
5

Coding:

	BER-TLV:
	D0
	1B
	81
	03
	01
	20
	00
	82
	02
	81
	03
	85

	
	09
	44
	69
	61
	6C
	20
	54
	6F
	6E
	65
	8E
	01

	
	01
	84
	02
	01
	05
	
	
	
	
	
	
	


TERMINAL RESPONSE : PLAY TONE 1.9.1

Logically:


Command details



Command number:
1



Command type:
PLAY TONE


Command qualifier:
"00"

Device identities



Source device:
ME



Destination device:
SIM


Result



General Result:
Command performed successfully

Coding:

	BER-TLV:
	81
	03
	01
	20
	00
	82
	02
	82
	81
	83
	01
	00


