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6.3.2.1

EnvelopeResponseHandler

Test Area Reference: FWK_HIN_ ERHD

6.3.2.1.1
Conformance Requirement

Normal Execution

CRRN1: At the processToolkit invocation the TLV-List is cleared.

6.3.2.1.2
Test Suite Files:

Test Script: 


FWK_HIN_ ERHD_1.scr

Test Applet: 


FWK_ HIN_ ERHD_1.java

Load Script: 


FWK_ HIN_ ERHD_1.ldr

Cleanup Script: 

FWK_ HIN_ ERHD_1.clr

Parameter File: 

FWK_ HIN_ ERHD_1.par

6.3.2.1.3
Test Procedure 

	Id
	Description
	API/Framework Expectation
	APDU Expectation

	1
	Applet1 is registered to EVENT_UNRECOGNISED_ENVELOPE.


	
	

	
	1-An unrecognised envelope is sent to the SIM


	1- Applet 1 is triggered.
	

	
	2- EnvelopeResponseHandler.getLength() method is called by Applet1
	2- The return value shall be 0.
	

	
	3-Applet1 builds an additional information for  response packet
	
	

	
	4- EnvelopeResponseHandler.getLength() method is called by Applet1
	4- The return value shall be 6.
	

	
	5- Applet1 calls the post() method.
	
	5-The SIM answers to the Envelope with status words 9Fxx. The data retrieved with the GetResponse command are the ones posted by the applet.


6.3.2.1.4
Test Coverage

	CRR Number
	Test Case Number

	CRRN1
	1


