6.3.7

Envelope Response Posting

6.3.7.4
EVENT_FORMATTED_SMS_PP_ENV

Test Area Reference: FWK_ERP_EFSE

6.3.7.4.1 

Conformance Requirement

Normal Execution

CRRN1: Case of EVENT_FORMATTED_SMS_PP_ENV:

A Formatted SMS-PP Envelope with a SMS-DELIVER REPORT or a SMS-SUBMIT required is sent to the SIM, with the bit 6 of the second octet of SPI set to 0, when the post() or the postAsBERTLV() method is invoked.  In case of SMS SUBMIT, the SIM Toolkit Framework shall build and issue a Send Short Message proactive command as defined in TS 11.14 [4].

6.3.7.4.2
Test Suite Files

Test Script: 


FWK_ERP_EFSE.scr

Test Applet: 


FWK_ERP_EFSE_1.java





FWK_ERP_EFSE _2.java

Load Script: 


FWK_ERP_EFSE _1.ldr

Cleanup Script: 

FWK_ERP_EFSE _1.clr

Parameter File: 

FWK_ERP_EFSE _1.par

6.3.7.4.3
Test Procedure 

Id
Description
API/Framework Expectation
APDU Expectation

1
Envelope Response Handler availability with EVENT_FORMATTED_SMS_PP_ENV

1-A formatted sms pp envelope with SMS Deliver Report required is sent to the SIM with  (bit 6 of SPI2=0). 

2-EnvelopeResponseHandler.getTheHandler() method is called by Applet1

 3.-Applet1 calls all  methods of the Envelope  Response Handler (including the inherited method)and the Post method

4. SMS-DELIVER-Report is sent from the SIM to the ME.

5. A formatted sms pp envelope with SMS Submit is sent to the SIM with SPI byte set to 2 Octet(6 bit =1). 

6.-EnvelopeResponseHandler.getTheHandler() method is called by Applet1

7. Applet1 shall build and issue a Send short message proactive command

9. SMS-Submit is sent from the SIM to the ME

10. ME shall send Terminal Response (OK)
1- Applet1 is triggered

2- No exception is thrown.

Applet1 finalizes

5. Applet1 is triggered

6- No exception is thrown.


3- ME receives 9FXX

4. Get Response XX length.

5. Response: 9000

7. ME receives 91XX

8. FETCH with XX length

9.Response 9000

10. Response 9000



2
Envelope Response Handler availability with EVENT_FORMATTED_SMS_PP_ENV

1-A formatted sms pp envelope with SMS Deliver Report required is sent to the SIM with  (bit 6 of SPI2=0). 

2-EnvelopeResponseHandler.getTheHandler() method is called by Applet1

 3.-Applet1 calls all  methods of the Envelope  Response Handler (including the inherited method)and the postAsBERTLV() method

4. SMS-DELIVER-Report is sent from the SIM to the ME.

5. A formatted sms pp envelope with SMS Submit is sent to the SIM with SPI byte set to 2 Octet(6 bit =1). 

6.-EnvelopeResponseHandler.getTheHandler() method is called by Applet1

7. Applet1 shall build and issue a Send short message proactive command

9. SMS-Submit is sent from the SIM to the ME

10. ME shall send Terminal Response (OK)
1- Applet1 is triggered

2- No exception is thrown.

Applet1 finalizes

5. Applet1 is triggered

6- No exception is thrown.


3- ME receives 9FXX

4. Get Response XX length.

5. Response: 9000

7. ME receives 91XX

8. FETCH with XX length

9.Response 9000

10. Response 9000



6.3.7.4.4
Test Coverage

CRR Number
Test Case Number

CRRN1
1,2




