6.3.3.3
EVENT_MENU_SELECTION_HELP_REQUEST

Test Area Reference: FWK_APT_EMSH

6.3.3.3.1
Conformance Requirement

Normal Execution 

CRRN1: If an ENVELOPE (MENU_SELECTION_HELP_SUPPORTED) command is received for one entry supporting help, then STF shall trigger the corresponding applet.

CCRN2: A toolkit applet shall be triggered by the EVENT_MENU_SELECTION_HELP_REQUEST event only if the Menu Id corresponding to the Envelope Menu Selection Help Request received by the SIM Toolkit framework was registered with the helpSupported value set to true.

CCRN3: If at least one menuId of a Toolkit Applet registers to EVENT_MENU_SELECTION_HELP_REQUEST, the SET UP MENU proactive command sent by the SIM Toolkit Framework shall indicate to the ME that help information is available unless all the menus entries that support help are disabled.

6.3.3.3.2
Test Suite Files

Test Script: 


FWK_APT_EMSH_1.scr

Test Applet: 


FWK_APT_EMSH_1.java






FWK_APT_EMSH_2.java






FWK_APT_EMSH_3.java

Load Script: 


FWK_APT_EMSH_1.ldr

Cleanup Script: 

FWK_APT_EMSH_1.clr

Parameter File: 

FWK_APT_EMSH_1.par

6.3.3.3.3
Test Procedure 

	Id
	Description
	API/Framework Expectation
	APDU Expectation

	1
	Applet registration to EVENT_MENU_SELECTION_HELP_REQUEST and triggering 

Applet1 and Applet2 are installed

ToolkitRegistry.InitMenuEntry() method is called in the constructor of Applet1 and Applet2.

For Applet1 (item id 1):

MenuEntry="Applet1A"

Offset=0

Length=menuEntry.length

HelpSupported=true

IconQualifier=0

IconIdentifier=0

For Applet1 (item id 2):

MenuEntry="Applet1B"

Offset=0

Length=menuEntry.length

HelpSupported=false

IconQualifier=0

IconIdentifier=0

event= EVENT_MENU_SELECTION_HELP_REQUEST

1-ToolkitRegistry.isEventSet() is called in constructor. 

For Applet2 (item id 3):

MenuEntry="Applet2A"

Offset=0

Length=menuEntry.length

HelpSupported=true

IconQualifier=0

IconIdentifier=0

For Applet2 (item id 4):

MenuEntry="Applet2B"

Offset=0

Length=menuEntry.length

HelpSupported=false

IconQualifier=0

IconIdentifier=0

Perform SIM initialization with the facility SET UP MENU and without the facilities SET EVENT LIST and POLL INTERVAL

2-Item identifier = 1

Menu Selection Help Request envelope is sent to the SIM with item identifier 1 belonging to applet1


3-Item identifier = 2

Menu Selection Help Request envelope is sent to the SIM with item identifier 2 belonging to applet1
4-Item identifier = 3

Menu Selection Help Request envelope is sent to the SIM with item identifier 3 belonging to applet2
5-Item identifier = 4

Menu Selection Help Request envelope is sent to the SIM with item identifier 4 belonging to applet2

	1- The command shall return true.

2-  Applet1 is triggered and applet2 is not triggered

3- Applet1 and applet2 are not triggered

4- Applet2 is triggered and applet1 is not triggered

5- Applet2 and applet1 are not triggered


	

	2
	Applet deregistration to EVENT_MENU_SELECTION_HELP_REQUEST 
Applet1 and Applet2 are deleted

Apppet 3 is installed

ToolkitRegistry.InitMenuEntry() method is called in the constructor of Applet3.

For Applet3 (item id 5):

MenuEntry="Applet3A"

Offset=0

Length=menuEntry.length

HelpSupported=true

IconQualifier=0

IconIdentifier=0

For Applet3 (item id 6):

MenuEntry="Applet3B"

Offset=0

Length=menuEntry.length

HelpSupported=true
IconQualifier=0

IconIdentifier=0

For Applet3 (item id 7):

MenuEntry="Applet3C"

Offset=0

Length=menuEntry.length

HelpSupported=false

IconQualifier=0

IconIdentifier=0

1. Perform SIM initialization with the facility SET UP MENU and without the facilities SET EVENT LIST and POLL INTERVAL

2. Menu Selection Help Request envelope is sent to the SIM with item identifier 5 belonging to applet3

3. ToolkitRegistry.disableMenuEntry() method for item id 5 is called by the Menu Selection Help Request Envelope. 

5. Menu Selection Help Request envelope is sent to the SIM with item identifier 6 belonging to applet3

6. ToolkitRegistry.disableMenuEntry() method for item id 6 is called by the Menu Selection Help Request Envelope. 


	2. Applet3 is triggered by EVENT_MENU_SELECTION_HELP_REQUEST
5. Applet3 is triggered by EVENT_MENU_SELECTION_HELP_REQUEST

	1. The SIM shall issue a SET UP MENU proactive command with Menu Entry ID entry '05', '06' and ‘07’, and Help supported set to true.
3. The SIM shall issue a SET UP MENU proactive command with Menu Entry ID entry ‘06’ and ‘07’, and Help supported set to true.
6. The SIM shall issue a SET UP MENU proactive command with Menu Entry ID entry  ‘07’, and Help supported set to false.



6.3.3.3.4
Test Coverage

	CRR Number
	Test Case Number

	CRRN1
	1

	CRRN2
	1

	CRRN3
	2


