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TEST AREA FILES

Release 5 specification: evolution since Release 4.

	Framework Part

	Nb
	Description
	Work area / Interactions
	Work estimation*
	Company
	CR affected

	1
	APPLET TRIGGERING CHANGES
1. EVENT_FIRST_COMMAND_AFTER_SELECT, EVENT_EVENT_DOWNLOAD_DATA_AVAILABLE, EVENT_EVENT_DOWNLOAD_CHANNEL_STATUS , CHANNEL MANAGEMENT: Max. number of channel. One toolkit applet can register to several channels, but a channel can only be allocated to one toolkit applet.

2. Applet Triggering on EVENT_MENU_SELECTION_HELP_REQUEST

3. Applet triggering with Update Record Events (formatted or unformatted, single or concatenated).

4. EVENT_FORMATTED_SMS_PP_ENV and EVENT_UNFORMATTED_SMS_PP_ENV for concatenation

	
	3
	SLB
	

	
	MINIMUM HANDLER AVAILABILITY

1. Clarify framework behavior when a PoR shall be sent using SMS-SUBMIT in the case of an EVENT_FORMATTED_SMS_PP_ENV event)

2. Improve flexibility on the response management (Event_Unformatted_SMS_PP & Event_Unrecognized_Envelope)
	
	1
	G&D
	

	
	HANDLER INTEGRITY

1. Applet triggering with Update Record Events (formatted or unformatted, single or concatenated).

2. Update Record Security tests with / without concatenation

3. Clarify framework behavior when a PoR shall be sent using SMS-SUBMIT in the case of an EVENT_FORMATTED_SMS_PP_ENV event)

4. Envelope Response Handler: Add line: "At the process Toolkit method invocation the TLV-list is cleared"
	
	2
	MEE
	

	
	FRAMEWORK SECURITY

1. Update Record Security tests with / without concatenation
	
	1
	MEE
	

	
	PROACTIVE COMMAND SENDING

1. Limitation of proactive command issued by an application 

2. Limitation of proactive command: Integrate the Bearer Independent Protocol feature
	
	1
	G+
	

	
	CONCATENATED SHORT MESSAGE PROCESSING

1. Concatenation feature involve new tests for the framework part (doc T3021712 )
	
	1+
	OCS
	

	
	TOOLKIT INSTALLATION

1. Impact of 23.048 release 5(New tests TIN_CHAL)
2. Impact of 23.048 release 5(New test within TIN part: Minimum security Level (MSL))
3. Update TIN_TMAL
	
	1
	MEE
	


*: (1-light/ 3- heavy)

	API Part

	Nb
	Description
	Work area / Interactions
	Work estimation*
	Company
	CR affected

	
	TOOLKIT REGISTRY CLASS

1. EVENT_FIRST_COMMAND_AFTER_SELECT EVENT_EVENT_DOWNLOAD_DATA_AVAILABLE, EVENT_EVENT_DOWNLOAD_CHANNEL_STATUS

2. Define standard behaviour if TAR is not defined
	
	1
	SLB
	

	
	PROACTIVE HANDLER CLASS

1. InitDisplayText(), initGetInkey(), initGetInput() methods to update with length parameter to 0
2. Integrate the Bearer Independent Protocol Feature defined release 99
3. Indication of the handler size to the applet
	
	2
	ORGA
	

	
	ENVELOPE HANDLER CLASS
1. Concatenation feature involves new test in API part

2. Get the length of a concatenated SMS : add getUserDataLength( )
3. Integrate the Bearer Independent Protocol Feature defined release 99

4. Indication of the handler size to the applet
5. Taking into account the Cell Broadcast case in method getSecuredDataOffset()
	
	3
	G+
	

	
	PROACTIVE RESPONSE HANDLER CLASS

1. Integrate the Bearer Independent Protocol Feature defined release 99
2. Limitation of proactive command issued by an application: Send() method impacted
3. Indication of the handler size to the applet
	
	2
	OCS
	

	
	ENVELOPE RESPONSE HANDLER CLASS

1. Indication of the handler size to the applet
	
	1
	G&D
	


*: (1-light/ 3- heavy)

