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1 Remote File Management for SIM

1.1 Behaviour of the Remote File Management Application 

1.1.1 Conformance Requirement

CRRN1: The parameter(s) in the Data Download Message to UICC is either a single command, or a list of commands and shall be processed sequentially. 
CRRN2: The application shall take parameters from the Data Download Message to UICC and shall act upon the GSM files according to these parameters.
CRRN3: A Command "session" is defined as starting upon receipt of the parameter/command list, and ends when the parameter list in the Data Download Message to UICC is completed, or when an error is detected which shall halt further processing of the command list.
CRRN4: A command “session” shall not change the logical state (e.g file pointers) of the UICC. 
1.2 Coding of the command
1.2.1 SIM Input command

CRRN1: The standardised following input commands shall be accepted. The commands are as defined in 3GPP TS 51.011:

· SELECT extended to include the “SELECT by path” command.

· UPDATE  BINARY

· UPDATE RECORD

· SEEK

· INCREASE

· VERIFY CHV

· CHANGE CHV

· DISABLE CHV

· ENABLE CHV

· UNBLOCK CHV

· INVALIDATE

· REHABILITATE

1.2.2 SIM Output command

CRRN1: If a command has P3=’00’, then the UICC shall send back all available response parameter/data.

CRRN2:  The standardised following output commands shall be accepted. These commands shall only occur once in a command string and, if present, shall be the last command in the string. The commands are as defined in 3GPP TS 51.011:

· READ BINARY

· READ RECORD

· GET RESPONSE

:.


CRRN3: The Response Data shall be placed in the Additional Response Data element of the Response Packet.

1.2.3 SIM specific behaviour for Response Packets (Using SMS_PP)

CRRN1: If PoR is not requested, .no data shall be returned by the SIM’s RE/RA and the SIM’s RE/RA shall indicate to the terminal to issue a RP-ACK. (Note: need for clarification from the 23.048 WG)

CRRN2: If PoR is requested, data shall be returned by the SIM. The SIM shall indicate to the terminal to issue a RP-ACK if the response status code octet is ‘00’ or a RP-ERROR if there is a security error of some kind.

CRRN3: The data returned by the SIM is the complete Response Packet to be included in the User Data part of the SMS-DELIVER-REPORT.

CRRN4: If a proof of Receipt is required by the sending entity, the Additional Response Data sent by the Remote File Management Application shall be formatted according to the following table:

	Length
	Name

	1
	Number of commands executed within the command script (see note)

	2
	Last executed command status word

	X
	Last executed command response data if available (i.e., if the last command was an outgoing command)

	NOTE:
This field shall be set to '01' if one command was executed within the command script, '02' if two commands were executed, etc…


2 Remote File Management for USIM

2.1 Behaviour of the Remote File Management Application 

2.1.1 Conformance Requirement

CRRN1: The parameter(s) in the Data Download Message to UICC is either a single command, or a list of commands and shall be processed sequentially. 
CRRN2: The application shall take parameters from the Data Download Message to UICC and shall act upon the 3G files according to these parameters.
CRRN3: A Command "session" is defined as starting upon receipt of the parameter/command list, and ends when the parameter list in the Data Download Message to UICC is completed, or when an error is detected which shall halt further processing of the command list.
CRRN4: A command “session” shall not change the logical state (e.g file pointers) of the UICC. 
2.2 Coding of the command

2.2.1 USIM Input command

CRRN1: The standardised following input commands shall be accepted. The commands are as defined in 3GPP TS 31.101:

· SELECT (SELECT command shall not include the selection by DF name corresponding to P1=’04’ in the Command)

· UPDATE  BINARY

· UPDATE RECORD

· SEARCH RECORD

· INCREASE

· VERIFY_PIN

· CHANGE_PIN

· DISABLE_PIN

· ENABLE PIN

· UNBLOCK PIN

· DEACTIVATE FILE

· ACTIVATE FILE

2.2.2 USIM Output command

CRRN1: If a command has P3=’00’, then the UICC shall send back all available response parameter/data
.

CRRN2:  The standardised following output commands shall be accepted. These commands shall only occur once in a command string and, if present, shall be the last command in the string. The commands are as defined in 3GPP TS 31.101:

· READ BINARY

· READ RECORD

· GET RESPONSE

:.


CRRN3: The Response Data shall be placed in the Additional Response Data element of the Response Packet.

2.2.3 USIM specific behaviour for Response Packets (Using SMS_PP)

CRRN1: If PoR is not requested, .no data shall be returned by the USIM’s RE/RA and the USIM’s RE/RA shall indicate to the terminal to issue a RP-ACK. (Note: need for clarification from the 23.048 WG)

CRRN2: If PoR is requested, data shall be returned by the USIM. The USIM shall indicate to the terminal to issue a RP-ACK if the response status code octet is ‘00’ or an RP-ERROR if there is a security error of some kind.

CRRN3: The data returned by the USIM is the complete Response Packet to be included in the User Data part of the SMS-DELIVER-REPORT.

CRRN4: If a proof of Receipt is required by the sending entity, the Additional Response Data sent by the Remote File Management Application shall be formatted according to the following table:

	Length
	Name

	1
	Number of commands executed within the command script (see note)

	2
	Last executed command status word

	X
	Last executed command response data if available (i.e., if the last command was an outgoing command)

	NOTE:
This field shall be set to '01' if one command was executed within the command script, '02' if two commands were executed, etc…
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