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1 Get Status Command

1.1 Get Status command

1.1.1 Conformance Requirements

Normal execution

CRRN1: The Get Status command shall be coded according to the Open Platform specification[xx]. 

CRRN2: Get Status command shall be able to retrieve Card Manager, Executable Load File and Application related life cycle status information according to a given match/search criteria.

CRRN3: The Reference control Parameter Field P1 shall be used to select a certain subset of card elements (CM, Applications, Executable Load Files) to be included in the response of the Get Status command. The following combinations for P1 may apply:

· ‘80’ – Issuer Security Domain/Card Manager (In this case the search criteria in the Data field is ignored.)

· ‘40’ – Applications and Security Domains only.

· ‘20’ – Executable Load Files only.

· ‘10’ – Executable Load Files and their Executable Modules only.

CRRN4: The Reference control Parameter Field P2 shall be used to control the number of consecutive Get Status command with P2 coded as:

· Get First or all occurrence(s)

· Get Next occurrence(s)

The “Get Next occurrence(s)” does not apply when retrieving the status of the Card Manager.

CRRN5: The data field sent in the command message shall contain the TLV Coded search qualifier(s). The tag ‘4F’ shall be used to indicate the Application Identifier(AID). 

CRRN6:  It shall be possible to search for all the occurrences that match the selection criteria according to the Reference Control Parameter P1 using a search criteria of ‘4F’ ‘00’.

CRRN7: It shall be possible to search for all applications with the same RID (Registered Application provider Identifier).

CRRN8:  The Data field returned in the Response Message shall be based on the search criteria specified in the data field and the selection criteria of Reference control Parameters P1 and P2. Multiple occurrences of the following data structure may be returned: -

· Length of AID (length 1)

· AID of Card Manager, Executable Load File or Application (length 1-n)

· Life Cycle state of Card Manager, Executable Load File or Application (length 1)

· Application Privileges (length 1)

Parameter errors

CRRP1: The references to DAP (Data Authentication Pattern) fields are not applicable for Over the               Air Application Management.

CRRP2: The command may return a warning condition – ’63 10’,  to indicate that a subsequent GET STATUS (get next occurrences) may be issued to retrieve additional data.

CRRP3: The command may return a general error condition –‘6A 88’, if the Referenced Control Parameters P1 and P2 are incorrect.

CRRP4: The command may return a general error condition –‘6A 80’, if the values in the command data field are incorrect. 

