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1
Get Status

No specific functionalities introduced by the TS 3GPP 23.048

2. Get Data

2.1 Command session description

Test Area Reference: ANA_CMD_GETD
2.1.1 Conformance Requirements

Normal execution

CRRN1: The Get Data command shall retrieve a single data object. P1 and P2 coding is used to define the specific data object.

CRRN2: Parameters P1 and P2 define the tag of the data object to be read.

The following tag values have been defined in 23.048 for 43.019 compliant cards:

· ‘FF 1F’: Menu Parameters Tag, this shall retrieve the menu parameters of an applet.

· ‘FF 20’: Card Resources Tag, this shall retrieve the card resources information.

CRRN3: The data field of the Get Data command message shall be empty except for the tag value: ‘Menu Parameters Tag’.

CRRN4: The command data for the Menu Parameters Tag shall be coded in the following format:

· Application AID Tag = ‘4F’ (length 1)

· Application AID Length (length 1)

· Application AID  (length 5-16)

CRRN5: The following data shall be returned for Tag values: Menu:

Menu Parameters: After a successful execution of the command, the following data is returned by a Get Response command:

· First item position (length1)

· First item identifier (length1)

· .....................................

· Last item position (length1)

· Last item identifier (length1)

CRRN6: The following data shall be returned for Tag values: Card Resources Tag :

Card Resources Information: After a successful execution of the command, the following data is returned:

· Free E2 PROM (length 2)

· Number of installed applets (length 1)

2.1.2 Test suite files

Test Script: 


ANA_CMD_GETD_1.scr

Test Applet: 


ANA_CMD_GETD_1.java





ANA_CMD_GETD_2.java
Load Script: 


ANA_CMD_GETD_1.ldr

Cleanup Script:

ANA_CMD_GETD_1.clr

Parameter File:

ANA_CMD_GETD_1.par
2.1.3 Test Procedure
Note: For the following test cases, the PoR is sent using SMS Deliver-Report.
Id
Description
API Expectation
APDU Expectation

-1
1- Send a formatted SMS with a PoR required which contains a Get Data command to retrieve the Card Resources with tag ‘FF 20’ and a Get Response command with P3 = 0.

1- SW 9F 16, additional data expected shall be 02 90 00 XX XX XX

0
Install the applets 1 (with 1 menu entry) and 2 (with 3 menu entries) using the load() and install() methods



1
1- Send a formatted SMS with a PoR required which contains a Get Data command to retrieve the menu parameters of applet 1 with tag ‘FF 1F’ and a Get Response command with P3 = 0.
2- Send a formatted SMS with a PoR required wihich contains a Get Data command to retrieve the menu parameters of applet 2 with tag ‘FF 1F’ and a Get Response command with P3 = 0.

1- SW 9F 15, additional data expected shall be 02 90 00 01 01

2- SW 9F 19, additional data expected shall be 02 90 00 02 02 03 03 04 04

2
1- Send a formatted SMS with a PoR required which contains a Get Data command to retrieve the Card Resources with tag ‘FF 20’ and a Get Response command with P3 = 0.

1- SW 9F 16, additional data expected shall be 02 90 00 XX XX XX
The free E2 space shall be smaller than for Id-1, the number of installed applets shall be (the number given in Id-1) + 2.

Test Coverage

CRR number
Test case number

N1
1, 2

N2
1, 2

N3
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