Background

At the last meeting the CR “Add network measurement information link with the 3GPP TS 25.331 for UTRAN in PROVIDE LOCAL INFORMATION”was proposed. Based on the subsequent discussion, the following aspects have to be considered.
USIM-UE interaction
It was acknowledged that the radio measurements are performed by the UE on request by UTRAN and depending on the UE activity (e.g. RRC protocol states). 
Hence, the request by the USIM to configure new measurement could result in additional complexity in the UE and in potential conflicts in the radio measurement activity if the requested measurements are not compatible with the radio protocols states.
Measurement types

A LS was sent to RAN2 asking for information on the radio measurements available in UTRAN and on their applicability for the purposes achievable with the GERAN ones.

During the discussion in T3, it was proposed to mainly focus on measurements applicable to Location services.
This document describes the principles of a technical solution based on the following assumptions:

· UE shall report only measurement performed on request by UTRAN; USIM shall not require to perform additional measurement.
· only parameters useful for deriving the location shall be reported;
Proposal
The procedure is the following:

1. The USIM requires to the terminal, using an appropriate request message, to report the available measurements;

2. The terminal:

a. checks the availability of the measurements;

b. makes a report with the measurements;

c. sends the report to the USIM.

The following flowchart describes the proposed solution.
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Options to be discussed
· request message: is the message that the USIM sends to the terminal to require the measurements. Options:
a. all the available measurements;
b. selected measurement sub-set, e.g. intra-frequency, etc.

· failure response: when the USIM requires to the terminal some measurements not available, the terminal can reply with:

a. send to the USIM a NACK message;

b. send to the USIM a NACK message with the reason and e.g. the current RRC state.
· bound to 255 bytes. Options: 
a. the report will be truncated;

b. failure response with specified reason.
· report codification. Options: 
a. the report that the terminal sends to the USIM should be codified according the 3GPP TS 31.111 messages;

b. the report that the terminal sends to the USIM should be codified according the 3GPP TS 25.331.
· required measurement - measurements that the USIM can require:
· Intra-frequency, inter-frequency measurements

· Downlink Ec/N0;
· Downlink path loss;
· Downlink received signal code power (RSCP) after despreading.

· Inter-RAT measurements

· GSM Carrier RSSI.
USIM: sends a message to the terminal requiring the measurements (only location measurements).
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