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4.9
Other parts transferred to (U)SAT framework from API

4.9.1
A handler is a temporary JCRE Entry Point object

Test Area Reference: Ufw_Api_Hepo

4.9.1.1
Conformance requirement

4.9.1.1.1
Normal execution

· CRRN1: The USATEnvelopeHandler is a Temporary JCRE Entry Point Object (see Javacard 2.2.1 Runtime Environment (JCRE) Specification [3]).

4.9.1.1.2
Parameter errors

No requirements.

4.9.1.1.3
Context errors

No requirements.

4.9.1.2
Test area files

Test Source:
Test_Ufw_Api_Hepo.java

Test Applet:
Ufw_Api_Hepo_1.java

Cap File:
Ufw_Api_Hepo.cap

4.9.1.3
Test coverage

	CRR number
	Test case number

	CRRN1
	1, 2


4.9.1.4
Test procedure

	Id
	Description
	API/CAT RE Expectation
	APDU Expectation

	1
	Storage in a static object

Call USATEnvelopeHandler.getTheHandler() method and store it in a static field of the toolkit applet
	SecurityException is thrown
	

	2
	Storage in a non-static object

Call USATEnvelopeHandler.getTheHandler() method and store it in a non-static field of the toolkit applet
	SecurityException is thrown
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