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It is not clear whether the current Ut reference point procedures apply to registration, erasure and interrogration, or just to activation and deactivation. Stage 1 requires specific procedures for registration, erasure and interrogation. These are currently not explicitly identified in the stage 3 and therefore the stage 1 and stage 3 need to be aligned.
The changes to 4.5.0, 4.5.1, 4.5.1A and 4.5.1B are done to create a structure of the document that is similar to the structure as for the existing supplementary service for the CS domain. This is done as a terminal in 3GPP can use both the CS and the IMS domain, and a similar end user experience for operation of the supplementary service is beneficial in both domains.
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*******Begin modification*******
4.5.0
General

For user configuration of the ACR/CB services the Ut interface should be used.

See subclause 4.9 for further information about the structure of the XML document.

NOTE:
Other possibilities for user configuration, as web-based provisioning or pre-provisioning by the operator are outside the scope of this specification.
4.5.1
Activation/deactivation
The services ICB, OCB and ACR are individually activated at provisioning or at the subscribers request by using e.g. the Ut interface.

The services ICB, OCB and ACR are individually deactivated at withdrawal or at the subscribers request by using e.g. the Ut interface.


4.5.1A
Registration/erasure

For registration of information for the services ICB, OCB and ACR, the Ut interface should be used . The detailed information for  the services ICB, OCB and ACR can individually be registered at the subscribers request by using the Ut interface.

For erasure of information for the services ICB, OCB and ACR, the Ut interface should be used . The detailed information for  the services ICB, OCB and ACR can individually be erased at the subscribers request by using the Ut interface.

4.5.1B
Interrogation

For interrogation of the services ICB, OCB and ACR, the Ut interface should be used.
*******Second modification*******
4.5.2.3
Actions at the originating S‑CSCF

Procedures according to  ES 283 003 [2] shall apply.

NOTE:
 Annex B includes an example of an IFC that can be used to invoke the OCB simulation service.
*******Third modification*******
4.5.2.5
Actions at the terminating S‑CSCF

Procedures according to ES 283 003 [2] shall apply. 

NOTE:
 Annex B includes an example of an IFC that can be used to invoke the ACR/ICB simulation service.

*******End modification*******
